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ANCHOR BOLT
ACRYLONITRILE-BUTADIENE-STYRENE
ASBESTOS CONTAINING MATERIAL
ACOUSTICAL CEILING PANEL
ASPHALT CONCRETE PAVEMENT
ACOUSTICAL TILE
AREA DRAIN
ADJACENT
ADJUSTABLE
ACOUSTICAL DIFFUSION PANEL
ABOVE FINISH FLOOR
AGGREGATE
ALUMINUM
ALTERNATE
ACCORDION PARTITION
ABUSE RESISTANT
ABUSE RESISTANT GYPSUM WALL BOARD
ARCHITECT (URAL)
ASPHALT TREATED BASE
ACOUSTICAL WALL PANEL
BITUMINOUS
BLINDS
BUILDING
BLOCKING
BEAM
BRICK MASONRY UNIT
BOTTOM
BRICK
BUILT UP ROOFING
CLOCK/SPEAKER
CABINET
CATCH BASIN
CORNER GUARD
CHALKBOARD
CONTROL JOINT
CENTER LINE
CHAIN LINK FENCE
CEILING
CLEAR (ANCE)
CERAMIC MOSAIC TILE
CONCRETE MASONRY UNIT
CLEAN OUT
COLUMN
CONCRETE
CONSTRUCTION
CONTINUOUS/CONTINUATION
CONTRACTOR
CORRIDOR
COVE SHEET VINYL
CARPET
CLASSROOM
CERAMIC TILE
COUNTER SINK
CUSTODIAN
COLD WATER
DEEP
DOUBLE
DEMOLITION
DRINKING FOUNTAIN
DIAMETER
DIMENSION
DISPENSER
DOWN
DOOR
DOWNSPOUT
DETAIL
DISHWASHER
DRAWING
DRAWER
EAST
EACH
EXHAUST FAN
EXT. INSUL. FINISH SYSTEM
EXPANSION JOINT
ELECTRIC (AL)
ELEVATION
ELEVATOR

EM
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ELECTRO MAGNETIC CLOSER
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EPOXY PAINT
ELECTRICAL PANEL
EQUAL
EQUIPMENT
EPOXY RESIN
ELASTOMERIC SHEET ROOFING
EXISTING
EXPOSED STRUCTURE
EXTERIOR
FIRE ALARM
FIBER CEMENT BOARD
FIBER CEMENT SIDING
FIBER CEMENT PANELS
FLOOR DRAIN
FOUNDATION
FIRE EXTINGUISHER
FIRE EXTINGUISHER CABINET
FINISH FLOOR
FINISH GRADE
FIRE ALARM GRAPHIC PANEL
FIRE HYDRANT
FINISH (ED)
FLOOR
FACE OF __________
FACE OF FINISH
FACE OF MASONRY
FACE OF STUD
FOLDING PANEL PARTITION
FALL RESTRAINT
FIBER REINFORCED CEMENT PANEL
FIBER REINFORCE PANEL
FIRE RESISTANT TREATMENT
FIRESTOP(-PING)
FOOT, FEET
FOOTING
FURRING
FOLDING WALL 
GAUGE
GALVANIZED
GRAB BAR
GENERAL CONTRACT(OR)
GLAZED CMU
GLASS, GLAZING
GLU-LAM BEAM
GYPSUM SHEATHING
GRAVEL
GYPSUM WALL BOARD
HOSE BIBB
HANDICAP
HEADER
HARDWARE
HARDWOOD
HOLLOW METAL
HORIZONTAL
HANDRAIL
HEIGHT
HEATING, VENTILATING & AIR 
CONDITIONING
HOT WATER 
HOT WATER HEATER/TANK
INSIDE DIAMETERINSULATED GLASS
INTERACTIVE MEDIA BOARD 
INCLUDE (ED, ING)
INSULATE (D) (ION)
INTERIOR
INTUMESCENT PAINT
IMPACT RESISTANT
IMPACT RESISTANT GYPSUM WALL 
BOARD 
JOIST
JOINT
KNOCK OUT
KNEE SPACE
LABORATORY

LAMINATE (D)
LAVATORY
LINEAR FOOT (FEET)
LAMINATED GLASS
LEFT HAND
LINOLEUM
LIGHT
MODIFIED ASPHALT ROOFING
MATERIAL
MAXIMUM
MARKER BOARD
MDF
MEDIUM DENSITY OVERLAY PLYWOOD 
MECHANICAL
MANUFACTURE(-R)
MANHOLE
MINIMUM
MIRROR
MISCELLANEOUS
MOISTURE-RESISTANT GYPSUM 
WALLBOARD
METAL
MICROWAVE
NORTH
NOT APPLICABLE
NOT IN CONTRACT
NUMBER
NOMINAL
NON-SKID SHEET VINYL 
NOT TO SCALE
ON CENTER
OUTSIDE DIAMETER / OVERFLOW DRAIN
OWNER FURNISHED / CONTRACTOR 
INSTALLED
OWNER FURNISHED / OWNER INSTALLED
OVERHEAD / OPPOSITE HAND
OPERABLE PARTITION
OPENING
OPPOSITE
ORIENTED STRAND BOARD
PARALLEL
PARTITION
PROTECTIVE BUMPER GUARD
PEGBOARD (TEMPERED HARDBOARD)
PRECAST
PERFORATE (D)
PERPENDICULAR
PANIC HARDWARE
PROPERTY LINE / PLATE
PLASTIC LAMINATE
PLYWOOD
PANEL
PLYWOOD
PAIR
PRESSURE TREATED
PROJECTION SCREEN
POUNDS PER SQUARE FOOT
POUND PER SQUARE INCH
PAINT 
PAPER TOWEL DISPENSER
PAPER TOWEL DISPENSER / 
RECEPTACLE
POLYVINYL CHLORIDE (PLASTIC)
PROTECTIVE WALLCOVERING 
PROTECTIVE WALL PANELS
QUARRY TILE
RISER
RUBBERIZED ASPHALT UNDERLAYMENT
RESILIENT BASE 
ROOF DRAIN
REFERENCE / REFRIGERATOR
REINFORCE(D) 
REQUIRED
RESILIENT TREADS, RISERS, TILE 
(LANDINGS) 
RIGHT HAND
ROOM

ROUGH OPENING
RIGHT OF WAY
RIGHT
SINK / SOUTH 
SEALER/HARDENER
SUSPENDED ACOUSTICAL CEILING 
SPECIAL COATING
SCHEDULE (D)
SOUND BLOCK CMU
SOAP DISPENSER
SECTION
SQUARE FOOT (FEET)
SHEATHING
SHOWER
SHEET
SIMILAR (CONDITIONS VARY)
SLOPE
SANITARY NAPKIN DISPENSER
SANITARY NAPKIN RECEPTACLE
SPECIFIED / SPECIFICATIONS
SQUARE
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STAIN
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STANDARD
STEEL
STORAGE
STRUCTURAL
SUSPEND(ED)
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TOWEL BAR
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TELEPHONE
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THICK
TOP OF _______________
TRANSLUCENT SKYLIGHT PANEL (S) 
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TYPICAL
UNLESS OTHERWISE NOTED
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VINYL COMPOSITION TILE
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VERTICAL 
VERIFY IN FIELD
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VINYL WALL COVERING
WEST
WITH
WITHOUT
WOOD / WOOD FLOORING
WIRE GLASS
WINDOW
WIRE MESH
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WATER RESISTANT
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WAINSCOT
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WOVEN WIRE MESH
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A keynoting system is used on the drawings for materials, references and notes. Refer to the keynote legend on the drawing for the information which relates to each keynote 
on the respective drawing. Each keynote consists of a 6-digit number. The 6-digit number relates to the specifications section which generally covers the item that is 
referenced. The letter suffix does not relate to any corresponding reference letter in the specifications. The organization of the keynoting system on the drawings, with the 
keynote reference numbers related to the specification sections numbering system, shall not control the contractor in dividing the work among subcontractors or in 
establishing the extent of the work to be performed by any trade. The Architect’s current Master List, which includes Keynotes not used on this project, is included in the 
specifications following Section 014200 - References.
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WALL GRID IS ASSOC. W/

NUMBERED GRID RUN 
SEQUENTIALLY FROM 
WEST TO EAST

LETTERED GRID RUN 
SEQUENTIALLY FROM 
NORTH TO SOUTH

GRID LINES
GRID LINES SHOWS STRUCTURAL BAYS

ARCHITECTURAL SYMBOLS

ROOM NUMBER NORTH ARROW

ROOF TYPE

WALL TYPE

DOOR NO. WINDOW TYPE

BUILDING SECTION NO.
SHEET WHERE DRAWN

BUILDING SECTION

DETAIL NUMBER
SHEET WHERE DRAWN

DETAIL

E8W8
S 2

XX

X.XX

XX

X.XX

Room name

150 SF

101

R-00

1
2
3
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PROJECT ADDRESS 1335 SW OBSIDIAN AVE
REDMOND, OR 97756

JURISDICTION

BUILDING USE

OCCUPANCY GROUPS

TYPE OF CONSTRUCTION

PROJECT DATA

TAX PARCELS 131516CD000-1700 - 13.24 ACRES
131516CD000-1800 - 13.84 ACRES

CITY OF REDMOND

EDUCATION

E - EDUCATION

V-B

GROSS BUILDING AREA 99,673 SF - EXISTING

FIRE SPRINKLER

FIRE ALARM

YES - EXISTING

YES - EXISTING

PROJECT SUMMARY
THE OBSIDIAN MIDDLE SCHOOL PROJECT INCLUDES A LIMITED 
MODERNIZATION AND REMODELING EFFORT AIMED AT IMPROVING 
EDUCATIONAL FACILITIES THROUGHOUT THE CAMPUS. PLANNED 
UPGRADES INCLUDE:  
1. INTERIOR RENOVATIONS: REPLACEMENT OF CEILING TILES AND OTHER 

INTERIOR FINISHES, INCLUDING FLOORING REMOVAL AND CONCRETE 
POLISHING IN THE EXISTING SCHOOL BUILDING TO CREATE A 
REFRESHED, MODERN LEARNING ENVIRONMENT. 

2. LIGHTING IMPROVEMENTS: SCHOOL-WIDE UPGRADES TO LIGHTING 
SYSTEMS AND LIGHTING CONTROLS TO ENHANCE VISIBILITY AND 
ENERGY EFFICIENCY. 

3. RESTROOM REMODELING: RENOVATION OF RESTROOM FACILITIES TO 
IMPROVE OVERALL CONDITIONS AND ENSURE COMPLIANCE WITH 
ACCESSIBILITY STANDARDS. THIS INCLUDES THREE MULTI-USER 
RESTROOMS. 

ZONING 
CLASSIFICATION

PF - PUBLIC FACILITY

GOVERNING CODES SEE SHEET G0.01

SITE SIZE 27.08 ACRES

DEFERRED SUBMITTALS
• SUSPENDED ACOUSTICAL TILE OR LAY-IN PANEL CEILING 

SEISMIC DESIGN.
• LIGHTING CONTROLS SHOP DRAWINGS

COMMISSIONING
SEE ELECTRICAL FOR LIGHTING AND LIGHTING CONTROL COMMISSIONING 
REQUIREMENTS

PROJECT TEAM
OWNER
REDMOND SCHOOL DISTRICT
916 SW 17TH STREET
REDMOND, OR 97756
PHONE: (503)484-0085
CONTACT: STEVE EARLE

STRUCTURAL
MORRISON-MAIERLE
1001 DISK DR STE 110, 
BEND, OR 97702
PHONE: (541)699-5487
CONTACT: SHAWN EVILSIZOR

ARCHITECT
SĀJ ARCHITECTURE
721 SW INDUSTRIAL WAY, STE 130
BEND, OR 97702
PHONE: (541)330-6506
CONTACT: JONAH JENSEN, PIC
JEFF REYNOLDSON, PM 

MECHANICAL
MORRISON-MAIERLE
1001 DISK DR STE 110, 
BEND, OR 97702
PHONE: (541)699-5487
CONTACT: SHAWN EVILSIZOR

PLUMBING
MORRISON-MAIERLE
1001 DISK DR STE 110, 
BEND, OR 97702
PHONE: (541)699-5487
CONTACT: SHAWN EVILSIZOR

ELECTRICAL
MORRISON-MAIERLE
1001 DISK DR STE 110, 
BEND, OR 97702
PHONE: (541)699-5487
CONTACT: SHAWN EVILSIZOR

A. FIELD VERIFY ALL DIMENSIONS AND LAYOUT PRIOR TO 
PROCEEDING WITH WORK. NOTIFY ARCHITECT OF ANY 
DISCREPANCIES OR INCONSISTENCIES. FAILURE TO REPORT ANY 
DISCREPANCIES WITHIN THESE CONSTRUCTION DOCUMENTS TO 
THE ARCHITECT WILL NOT BE GROUNDS FOR ADDITIONAL COST 
OR CHANGE ORDERS.

B. "PROVIDE" MEANS "FURNISH AND INSTALL."
C. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL 

MATERIALS (UNLESS OTHERWISE NOTED), AND WORKMANSHIP IN 
ACCORDANCE WITH FEDERAL, STATE, CITY AND LOCAL BUILDING 
CODES AND THEIR REQUIREMENTS. 

D. DO NOT SCALE THE DRAWINGS.

GENERAL NOTES

INTERIOR WALL TYPE ASSEMBLIES (PLAN VIEW)

TEST SOURCE:

F1

TYPE ASSEMBLY DESCRIPTION

TEST SOURCE:

-
4W1

TEST SOURCE:

-
4W2

(1) LAYER 5/8" TYPE 'X' GYPSUM WALLBOARD

061000.WFR

092116.GWB

072100.SB

(1) LAYER 5/8" TYPE 'X' GYPSUM WALLBOARD092116.GWB

072100.SB

092116.GWB (1) LAYER 5/8" TYPE 'X' GYPSUM WALLBOARD

061000.WFR

092116.GWB

WOOD STUD FRAMING PER STRUCTURAL

SOUND ATTENUATING BATT INSULATION

WOOD STUD FRAMING PER STRUCTURAL

SOUND ATTENUATING BATT INSULATION

(1) LAYER 5/8" TYPE 'X' GYPSUM WALLBOARD

EXISTING STUD WALL

ASSEMBLY TAG LEGEND
"E" INDICATES EXTERIOR WALL TYPE

WALL ASSEMBLY TYPE

MODIFIER

STRUCTURAL MATERIAL SIZE

STRUCTURAL MATERIAL:

FIRE RATING
1 - 1-HR RATED
2 - 2-HR RATED
3 - 3-HR RATED
S - SMOKE PARTITION

C - CONCRETE WALL
CH - METAL CH STUD
M - MASONRY WALL
S - STEEL STUD
W - WOOD STUD

A - ACOUSTICAL
P - PARTIAL HEIGHT
S - SHEAR
T - THERMAL
-  - NONE

E8W8
S 2

A. TOILET ROOMS SHALL HAVE TILE BACKER BOARD 
(093000) BEHIND CERAMIC WALL TILE & MOISTURE 
RESISTANT GWB AT ALL OTHER SURFACES. 

B. PROVIDE TYPE 'X' MOISTURE RESISTANT GWB AT THE 
FOLLOWING LOCATIONS:  WALLS ADJACENT TO FLOOR 
SINKS,  WALLS ADJACENT TO DRINKING FOUNTAINS, 
ANY WET/EXTREME COLD AREAS.

C. SEE FINISH SCHEDULE & INTERIOR ELEVATIONS (A2.00 
SERIES) FOR FINISHES, SUBSTRATES AND ADDITIONAL 
NOTES ON  SPECIFIC TYPES OF GWB.

D. PROVIDE SOLID BLOCKING FOR ALL WALL-MOUNTED 
EQUIPMENT & RESTROOM ACCESSORIES.

E. SEE CODE SHEETS (G SERIES) FOR BUILDING CODE 
ANALYSIS.

F. SEE STRUCTURAL DRAWINGS FOR STUD SPACING, 
WALL BRACING ETC.

G. STRUCTURAL DRAWINGS TAKE PRECEDENCE OVER 
FRAMING & PLYWOOD THICKNESS SHOWN ON 
ARCHITECTURAL WALL TYPES.

H. SEE STRUCTURAL DRAWINGS FOR LOCATIONS, TYPES, 
AND THICKNESSES OF SHEAR WALL PANELS.

I. AT INTERIOR WALLS WITHOUT SOUND INSULATION: 
CARRY GYP BOARD TO AT LEAST 6" ABOVE CEILING 
(UON)  IF THERE IS NO CEILING, CARRY GYP BOARD UP 
TO STRUCTURAL DECK ABOVE.

J. WHERE SOUND INSULATION IS INCLUDED IN THE 
PARTITION, EXTEND GWB (092116.GWB) TO THE 
STRUCTURE ON BOTH SIDES OF THE STUD TO CLOSE 
AT FLOOR DIAPHRAGM OR ROOF DECK ABOVE, TO 
PROVIDE A CONTINUOUS ACOUSTICAL BARRIER. 
CARRY SOUND INSULATION TO AT LEAST 6" ABOVE 
CEILING.

K. AT EXISTING FIRE RATED WALLS: CARRY ENTIRE 
ASSEMBLY UP TO DECK ABOVE, PROVIDE FIRE-
STOPPING AT PENETRATIONS & PERIMETER.

L. AT EXTERIOR WALLS: CARRY GYP BOARD UP TO THE 
STRUCTURAL DECK ABOVE.  TAPE VAPOR RETARDERS 
TO DECK.

M. PROVIDE ALL NECESSARY FRAMING TO EXTEND 
FINISHES TO DECK WHERE REQUIRED, INCLUDING 
AROUND INTERSECTING STRUCTURE.

N. PROVIDE ACOUSTICAL CAULK AT ALL GWB-TO-FLOOR & 
GWB-TO-DECK INTERSECTIONS.

O. SEAL ALL WALLS, ROOF & SLAB PENETRATIONS WITH 
SEALANT. TAPE ALL PENETRATIONS THROUGH VAPOR 
RETARDERS AND AIR BARRIERS W/ MANUFACTURER'S 
TAPE. TYPICAL AT WALLS, ROOFS & SLABS.

P. FILL ALL VOIDS WITHIN STUD CAVITY WITH 072100.SAB. 
ALL WALL ASSEMBLIES AND PARTITIONS EXTEND TO 
STRUCTURE ABOVE EXCEPT THOSE WITH HEIGHTS 
INDICATED.

Q. ALL INTERIOR WALLS TO HAVE THE FOLLOWING MIN. 
ACOUSTICAL WALL ASSEMBLY - UON:
1. ONE (1) LAYER OF 092116.GWB (INT. GWB) ON EACH 

SIDE, RUN BOTH UP TO THE UNDERSIDE OF 
STRUCTURAL DECKING ABOVE.

2. 072100.SB (SOUND BATT) RUN UP TO THE 
UNDERSIDE OF STRUCTURAL DECK ABOVE - UON 
(SEE SUB-NOTES).

3. 092116.AJS (ACOUSTICAL SEALANT) CONTROL 
SYSTEM AT TOP & BOTTOM OF GWB & WHERE 
AGAINST DECKING AND BEAMS AND AROUND ALL 
PENETRATIONS.

R. ALL INTERIOR WALL TYPES HAVE 092116.GWB GYPSUM 
WALLBOARD (5/8") TYPE 'X', ON BOTH SIDES, WHICH GO 
UP TO STRUCTURAL DECK, UNLESS NOTED 
OTHERWISE IN THE FINISH SCHEDULE OR THE WALL 
TYPE SUB-NOTES.

ASSEMBLY GENERAL NOTES

INDEX OF DRAWINGS

OBSIDIAN M.S. MODERNIZATION
REDMOND SCHOOL DISTRICT

01_GENERAL

G0.00 COVER SHEET

G0.01 BUILDING CODE ANALYSIS

G0.02 ADA AND CODE DIAGRAMS

G1.10 CODE COMPLIANCE PLAN

02_DEMOLITION

AD2.00 DEMOLITION FLOOR PLAN

AD3.00 DEMOLITION REFLECTED CEILING PLAN

03_ARCHITECTURAL

A1.00 ARCHITECTURAL SITE PLAN

A2.00 OVERALL FLOOR PLAN

A2.10 DEMO & NEW FLOOR PLANS, RCPs, FINISH PLAN, ELEVATIONS -
RESTROOMS

A2.11 DEMO & NEW FLOOR PLANS, RCPs, FINISH PLAN, ELEVATIONS - BOYS'
RR

A2.12 DEMO & NEW FLOOR PLANS, RCPs, FINISH PLAN, ELEVATIONS - GIRLS
RR

A3.00 OVERALL REFLECTED CEILING PLAN

A8.00 OVERALL DOOR HARDWARE FLOOR PLAN

A8.01 DOOR HARDWARE AND EQUIPMENT SCHEDULE

A9.70 INTERIOR DETAILS
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04_STRUCTURAL

S1.00 OVERALL STRUCTURAL FLOOR PLAN

S1.01 EAST RESTROOM STRUCTURAL FLOOR PLAN

S1.02 BOYS' WEST STRUCTURAL FLOOR PLAN

S1.03 GIRLS' WEST STRUCTURAL FLOOR PLAN

S5.00 CONCRETE DETAILS

05_PLUMBING

P0.01 PLUMBING LEGEND & NOTES

P0.02 PLUMBING SCHEDULES

P0.03 PLUMBING DETAILS

P1.00 OVERALL FLOOR PLAN

P1.01 EAST RESTROOM PLAN

P1.02 BOYS' WEST PLAN

P1.03 GIRLS' WEST PLAN

06_MECHANICAL

M0.01 MECHANICAL LEGEND & NOTES

M0.02 MECHANICAL SCHEDULES

M0.03 MECHANICAL DETAILS

M1.00 OVERALL MECHANICAL FLOOR PLAN

M1.01 EAST RESTROOM MECHANICAL PLAN

M1.02 BOYS' WEST RESTROOM MECHANICAL PLAN

M1.03 GIRLS' WEST RESTROOM MECHANICAL PLAN

07_ELECTRICAL

E0.01 ELECTRICAL SYMBOLS AND ABBREVIATIONS

E0.02 ELECTRICAL ONE-LINE DIAGRAM - EXISTING

E0.03 ELECTRICAL SCHEDULES - LIGHTING

ED2.00 ELECTRICAL OVERALL DEMOLITION PLAN

ED2.10 ELECTRICAL DEMOLITION PLAN - NW QUADRANT

ED2.11 ELECTRICAL DEMOLITION PLAN - NE QUADRANT

ED2.12 ELECTRICAL DEMOLITION PLAN - SW QUADRANT

ED2.13 ELECTRICAL DEMOLITION PLAN - SE QUADRANT

E2.00 ELECTRICAL OVERALL POWER PLAN

E2.10 ELECTRICAL POWER PLAN - NW QUADRANT

E2.11 ELECTRICAL POWER PLAN - NE QUADRANT

E2.12 ELECTRICAL POWER PLAN - SW QUADRANT

E2.13 ELECTRICAL POWER PLAN - SE QUADRANT

E3.00 ELECTRICAL OVERALL REFLECTED CEILING PLAN

E3.10 ELECTRICAL REFLECTED CEILING PLAN - NW QUADRANT

E3.11 ELECTRICAL REFLECTED CEILING PLAN - NE QUADRANT

E3.12 ELECTRICAL REFLECTED CEILING PLAN - SW QUADRANT

E3.13 ELECTRICAL REFLECTED CEILING PLAN - SE QUADRANT

E5.10 ELECTRICAL PLANS - BOYS' WEST

E5.11 ELECTRICAL PLANS - GIRLS' WEST

E5.12 ELECTRICAL PLANS - EAST BATHROOM

08_FIRE

F0.01 FIRE SUPPRESSION NOTES & DETAILS

F3.00 FIRE SUPPRESSION OVERALL PLAN

F5.10 FIRE SUPPRESSION PLANS
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UP

AREA OUTSIDE OF PROJECT 
SCOPE UNLESS OTHERWISE 
NOTED

WORK AREA 1: ALTERATION 
TO (E) RESTROOMS

WORK AREA 2: 
REPLACEMENT OF (E) 
BUILDING COMPONENTS

34,221 SF

1,346 SF

63,960 SF

EXISTING BUILDING/ZONE #1
ADMIN., CLASSROOM, COMMONS
EDUCATIONAL GROUP (E)
FULLY SPRINKLERED
TYPE V-B
77,384 SF

EXISTING BUILDING/ZONE #2
GYMNASIUM
ASSEMBLY GROUP (A-3)
FULLY SPRINKLERED
TYPE V-A
16,416 SF

EXISTING BUILDING/ZONE #3
LOCKER ROOMS
EDUCATIONAL GROUP (E)
FULLY SPRINKLERED
TYPE V-B
5,873 SF

PROJECT DESCRIPTION: (SEE PROJECT SUMMARY ON COVER SHEET)

BUILDING JURISDICTION: CITY OF REDMOND

APPLICABLE CODES:
2025 OREGON STRUCTURAL SPECIALTY CODE
2021 OREGON EXISTING BUILDING CODE (OEBC 2024) (IEBC 2021) 
2025 OREGON ENERGY EFFICIENCY SPECIALTY CODE
2025 OREGON MECHANICAL SPECIALTY CODE 
2023 OREGON ELECTRICAL CODE (OEC)
2023 OREGON PLUMBING CODE (OPC)
2022 OREGON FIRE CODE (OFC) 
2017 ANSI A117.1 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES

DESIGN CRITERIA:
SEE STRUCTURAL DRAWINGS

BUILDING INFORMATION:
CONSTRUCTION TYPE (SEC. 602)  

BUILDING:  TYPE V-A, TYPE V-B

FIRE SPRINKLERS (IBC SECT 903.2.3): (YES - FULLY SPRINKLERED)

BUILDING AREA
EXISTING - LEVEL 1 99,673 SF

OCCUPANCY CLASSIFICATION (OSSC CHAPTER 3)

PRIMARY
EDUCATION (E)

ACCESSORY
BUSINESS (B)
ASSEMBLY (A-3)

BUILDING CODE SUMMARY

GENERAL BUILDING HEIGHTS AND AREAS (OSSC CHAPTER 5)

EXISTING BUILDING HEIGHT AND AREA WILL NOT TO BE CHANGED.

EXISTING BUILDING ZONE #1
PER TABLES 504.3 AND 504.4, TYPE V-B, SPRINKLERED EDUCATION (E) OCCUPANCIES 
CAN BE A MAXIMUM OF 60 FEET HIGH AND 2-STORIES. EXISTING ZONE #1 BUILDING 
COMPLIES AT 31'-0" HIGH AND 1-STORY.

PER TABLE 506.2, TYPE V-B, SINGLE-STORY, SPRINKLERED EDUCATION 
OCCUPANCIES HAVE A MAXIMUM TABULAR ALLOWABLE FLOOR AREA OF 38,000 SF 
PER FLOOR.

ALLOWABLE AREA OF ZONE #1, WITH FRONTAGE INCREASE FACTOR OF 0.75 IS 66,500 
SF. EXISTING ZONE #1 BUILDING AREA OF 77,384 SF EXCEEDS MAXIMUM ALLOWABLE 
AREA BY 10,796 SF. AS PROJECT IS NOT AN ADDITION, IS MINOR IN NATURE, AND NOT 

INCREASING NON-CONFORMANCE OF THE BUILDING, ADDITIONAL WORK TO BRING 

THE BUILDING INTO COMPLIANCE WITH CURRENT AREA LIMITATION IS NOT 

REQUIRED.

EXISTING BUILDING ZONE #2
PER TABLES 504.3 AND 504.4, TYPE V-B, SPRINKLERED ASSEMBLY (A-3) OCCUPANCIES 
CAN BE A MAXIMUM OF 60 FEET HIGH AND 2-STORIES. EXISTING BUILDING COMPLIES 
AT 31'-0" HIGH AND 1-STORY.

PER TABLE 506.2, TYPE V-B, SINGLE-STORY, SPRINKLERED ASSEMBLY (A-3) 
OCCUPANCIES HAVE A MAXIMUM TABULAR ALLOWABLE FLOOR AREA OF 24,000 SF 
PER FLOOR.

ALLOWABLE AREA OF ZONE #2, WITH FRONTAGE INCREASE FACTOR OF 0.25 IS 30,000 
SF. EXISTING ZONE #2 BUILDING AREA OF 16,416 SF COMPLIES.

EXISTING BUILDING ZONE #3
PER TABLES 504.3 AND 504.4, TYPE V-B, SPRINKLERED EDUCATION (E) OCCUPANCIES 
CAN BE A MAXIMUM OF 60 FEET HIGH AND 2-STORIES. EXISTING BUILDING COMPLIES 
AT 31'-0" HIGH AND 1-STORY.

PER TABLE 506.2, TYPE V-B, SINGLE-STORY, SPRINKLERED EDUCATION (E)
OCCUPANCIES HAVE A MAXIMUM TABULAR ALLOWABLE FLOOR AREA OF 38,000 SF 
PER FLOOR.

ALLOWABLE AREA OF ZONE #3, WITH FRONTAGE INCREASE FACTOR OF 0.50 IS 57,000 
SF. EXISTING ZONE #3 BUILDING AREA OF 5,873 SF COMPLIES.

OEBC CHAPTER 3 (OSSC 3403) PROVISIONS FOR ALL COMPLIANCE METHODS

SECTION 301 ADMINISTRATION

301.3 ALTERATION, ADDITION OR CHANGE OF OCCUPANCY 
SHALL COMPLY WITH THIS SECTION AND ONE OF THE METHODS LISTED IN SECTION 
301.3.1, 301.3.2 OR 301.3.3. THOSE SECTIONS SHALL NOT BE APPLIED IN COMBINATION 

WITH EACH OTHER.

301.3.1 PRESCRIPTIVE COMPLIANCE METHOD - MUST COMPLY WITH CHAPTER 5
THIS PROJECT WILL USE THE PRESCRIPTIVE COMPLIANCE METHOD

SECTION 302 GENERAL PROVISIONS

302.4 NEW AND REPLACEMENT MATERIALS
EXCEPT AS OTHERWISE REQUIRED OR PERMITTED BY THIS CHAPTER, MATERIALS 
PERMITTED BY THIS CODE FOR NEW CONSTRUCTION SHALL BE USED. 

NEW AND REPLACEMENT MATERIALS WILL COMPLY WITH THIS SECTION

SECTION 306 ACCESSIBILITY FOR EXISTING BUILDINGS

306.2 DESIGN
ACCESSIBILITY OF THIS PROJECT SHALL BE IN ACCORDANCE WITH THE 

ALTERATION AND EXISTING BUILDING PROVISIONS IN ICC A117.1

306.3 PROHIBITED REDUCTION IN ACCESSIBILITY
ALTERATIONS OF THIS PROJECT WILL NOT REDUCE ACCESSIBILITY OF THE

BUILDING. THE ACCESSIBILITY OF THE BUILDING WILL INCREASE AS A RESULT OF 
THIS PROJECT. ALMOST ALL NON-COMPLYING DOOR HANDLE HARDWARE WILL BE 

REPLACED BY ACCESSIBLE LEVER HANDLE HARDWARE. THIS PROJECT WILL ADD 

WATER CLOSETS TO MEET CURRENT PLUMBING FIXTURE COUNT REQUIREMENTS. 
THIS PROJECT WILL ADD LAVATORIES, BUT THE TOTAL NUMBER OF LAVATORIES 

WILL STILL NOT MEET CURRENT PLUMBING FIXTURE COUNT REQUIREMENTS.

306.7 ALTERATIONS
ALTERED FACILITY MUST COMPLY WITH CHAPTER 11 AND 306.7.1 AND 306.7.16 UNLESS 
TECHNICALLY INFEASIBLE.

306.7.1 WHERE AN ALTERATION AFFECTS THE ACCESSIBILITY TO OR CONTAINS AN 
AREA OF PRIMARY FUNCTION, THE ROUTE TO THE PRIMARY FUNCTION SHALL BE 
ACCESSIBLE.

EXCEPTION 1: COST OF PROVIDING THE ACCESSIBLE ROUTE IS NOT REQUIRED 
TO EXCEED 25% OF THE COSTS OF THE ALTERATIONS AFFECTING THE PRIMARY 
FUNCTION. 

EXCEPTION 2: THIS PROVISION DOES NOT APPLY TO ALTERATIONS LIMITED 
SOLELY TO WINDOWS, HARDWARE, OPERATING CONTROLS, ELECTRICAL 
OUTLETS AND SIGNS. 

HARDWARE AND OPERATING CONTROLS WILL BE ALTERED AS PART OF 

THIS PROJECT

OEBC CHAPTER 3 (OSSC 3403) PROVISIONS FOR ALL COMPLIANCE METHODS (CONT)

SECTION 308 CARBON MONOXIDE DETECTION

308.1 CARBON MONOXIDE ALARMS SHALL BE INSTALLED IN ADDITIONS AND
ALTERATIONS TO GROUP E CLASSROOMS. 

N/A TO OBSIDIAN MIDDLE SCHOOL PROJECT BECAUSE OF EXCEPTION #2 BELOW.

EXCEPTION 2: WORK CLASSIFIED AS LEVEL 1 ALTERATIONS IN ACCORDANCE WITH 
CHAPTER 7.

ALTERATIONS TO CLASSROOMS IN THE PROJECT ARE CLASSIFIED AS LEVEL 1 

ALTERATIONS AS NEW MATERIALS ARE REPLACING EXISTING MATERIALS TO

SERVE THE SAME PURPOSE.

OEBC CHAPTER 4 (OSSC 3404) REPAIRS

NOT APPLICABLE TO THIS PROJECT

OEBC CHAPTER 5 (OSSC 3405) PRESCRIPTIVE COMPLIANCE METHOD

SECTION 501 GENERAL

501.2 FIRE-RESISTANCE RATINGS
IN BUILDINGS WITH EXISTING OR ADDED AUTO SPRINKLER SYSTEMS AND THE BUILDING 
IS NOW SPRINKLERED THROUGHOUT, THE FIRE-RESISTANCE RATINGS OF BUILDING 
ELEMENTS SHALL BE PERMITTED TO MEET THE REQUIREMENTS OF THE CURRENT 
BUILDING CODE. 

NOT APPLICABLE TO THIS PROJECT. ALTERATIONS WILL NOT AFFECT EXISTING 

FIRE-RESISTANCE-RATED ASSEMBLIES OR THE EXISTING AUTOMATIC FIRE 
SPRINKLER SYSTEM. SHOULD ANY FIRE-RESISTANCE-RATED BUILDING ELEMENTS 

BE AFFECTED BY THE WORK, THEY WILL MEET THE REQUIREMENTS OF THE 

CURRENT BUILDING CODE.

SECTION 502 ADDITIONS (NOT APPLICABLE)

SECTION 503 ALTERATIONS

503.1 GENERAL
ALTERATIONS SHALL COMPLY WITH REQUIREMENTS FOR NEW CONSTRUCTION.

PROJECT ALTERATIONS WILL COMPLY WITH REQUIREMENTS FOR NEW 
CONSTRUCTION.

ALTERATIONS TO THE EXISTING BUILDING SHALL BE MADE TO ENSURE THAT THE 
EXISTING BUILDING OR STRUCTURE IS NOT LESS COMPLIANT WITH THE 
PROVISIONS OF THIS CODE FOR NEW CONSTRUCTION THAN THE EXISTING 
BUILDING OR STRUCTURE WAS PRIOR TO THE ADDITION.

PROJECT ALTERATIONS WILL NOT LESSEN THE COMPLIANCE OF THE EXISTING 
BUILDING.

503.17 LOCKING ARRANGEMENTS IN EDUCATIONAL OCCUPANCIES
IN GROUP E, GROUP B EDUCATIONAL OCCUPANCIES AND GROUP I-4 OCCUPANCIES, 
EGRESS DOORS WITH LOCKING ARRANGEMENTS DESIGNED TO KEEP INTRUDERS 
FROM ENTERING THE ROOM SHALL COMPLY WITH SECTION 1010.2.8.

NEW DOOR HARDWARE WILL COMPLY WITH SECTION 1010.2.8.

SECTION 504 FIRE ESCAPES (NOT APPLICABLE)

SECTION 505 WINDOWS AND ESCAPE OPENINGS (NOT APPLICABLE)

SECTION 506 CHANGE OF OCCUPANCY (NOT APPLICABLE)

SECTION 507 HISTORIC BUILDINGS (NOT APPLICABLE)

PLUMBING SYSTEMS (OSSC CHAPTER 29)

PER DISCUSSION WITH CITY OF REDMOND BUILDING DEPARTMENT, THE ADDITION OF 

ONLY (5) FIVE NEW LAVATORIES IS ACCEPTABLE AS NO NEW OCCUPANT INCREASE IS 

CAUSED BY THIS PROJECT, AND IT IS NOT FEASIBLE TO PROVIDE MORE THAN (5) NEW 
LAVATORIES.

OEBC CHAPTER 3 (OSSC 3403) PROVISIONS FOR ALL COMPLIANCE METHODS (CONT)

EXCEPTION 3: THIS PROVISION DOES NOT APPLY TO ALTERATIONS LIMITED 
SOLELY TO MECHANICAL SYSTEMS, ELECTRICAL SYSTEMS, INSTALLATION OR 
ALTERATION OF FIRE PROTECTION SYSTEMS AND ABATEMENT OF HAZARDOUS
MATERIALS. 

MECHANICAL SYSTEM, ELECTRICAL SYSTEM, AND FIRE PROTECTION 

SYSTEMS WILL BE ALTERED AS PART OF THIS PROJECT

EXCEPTION 4: THIS PROVISION DOES NOT APPLY TO ALTERATIONS 
UNDERTAKEN SOLELY FOR THE PURPOSE OF INCREASING THE ACCESSIBILITY 
OF THE OF A FACILITY. 

THE PRIMARY PURPOSE OF THE ALTERATIONS INCLUDED IN THIS PROJECT 
IS TO INCREASE THE ACCESSIBILITY OF SEVERAL OF THE RESTROOMS IN 

THE BUILDING.

GIVEN THAT ALL OF THE ALTERATIONS OF THIS PROJECT ARE ALTERATIONS TO 

SYSTEMS AND FOR PURPOSES LISTED AS EXCEPTIONS ABOVE, THE PROJECT IS 

NOT REQUIRED TO COMPLY WITH THE REQUIREMENT OF THIS SECTION TO SPEND 
UP TO 25% OF THE COST OF THE ALTERATIONS TO PROVIDE AN ACCESSIBLE 

ROUTE TO THE PRIMARY FUNCTIONS OR REMOVE BARRIERS TO SUCH A ROUTE.

SECTION 307 SMOKE ALARMS AND FIRE ALARMS

307.2 FIRE ALARM
IF REQUIRED BY SELECTED COMPLIANCE PATH, AND APPROVED FIRE ALARM SYSTEM 
SHALL BE INSTALLED IN EXISTING BUILDING STRUCTURES AND PROVIDE OCCUPANT 
NOTIFICATION IN ACCORDANCE WITH SECTION 907.5

307.2.1.1 GROUP E
FIRE ALARM SYSTEM SHALL BE INSTALLED IN EXISTING GROUP E OCCUPANCIES IN 
ACCORDANCE WITH SECTION 907.2.3. 

FIRE ALARM SYSTEM IS EXISTING TO REMAIN AND IS ASSUMED TO COMPLY

WITH 907.2.3. NO WORK AS PART OF THIS PROJECT.

Total Existing
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X

PUSH SIDE

NOTE:  X = 12 INCHES IF BOTH A 
CLOSER AND LATCH ARE PROVIDED.

Y

PUSH SIDE PUSH SIDE

NOTE:  Y = 42 INCHES MINIMUM, AND 48 
INCHES MINIMUM IF BOTH A CLOSER AND 
A LATCH ARE PROVIDED.

4
8
" 

M
IN

24" MIN.

Y
4

2
" 

M
IN

.

NOTE:  Y= 48 INCHES MINIMUM IF A 
CLOSER IS PROVIDED.

PULL SIDE PULL SIDE PULL SIDE

6
0

" 
M

IN
.

Y

NOTE:  X=36 INCHES MIN. IF Y=60 INCHES;
      X=42 INCHES MIN. IF Y=54 INCHES

(A) FRONT APPROACHES 
FOR SWINGING DOORS

(B) HINGE SIDE APPROACHES 
FOR SWINGING DOORS

(C) LATCH SIDE APPROACHES 
FOR SWINGING DOORS

NOTE:  ALL DOORS IN ALCOVES SHALL COMPLY WITH THE CLEARANCES FOR FRONT APPROACHES.

Y
4

8
" 

M
IN

.

NOTE:  Y=54 INCHES MINIMUM IF 
DOOR HAS A CLOSER.

36" TYP

CLR

32" MIN

(D) SWING DOOR

TYP

36"

CLR

32" MIN

90.00°

18" X 24"

MIN

22"

(E) BI-FOLD DOOR

18" - 36" 18" - 36"

DOOR IN OPEN 
POSITION, 
SHOWN DASHED

ELECTRICAL/
PHONE/DATA 
OUTLET AT 
CASEWORK

TYPICAL 
ELECTRICAL/ 
PHONE/ DATA 
OUTLET

1
8
"

O
P

E
R

A
B

L
E

 P
A

R
T

4
8

" 
M

A
X

 T
O

TYP PULL 
STATION

TEMPERATURE 
SENSOR

RECESSED FIRE 
EXTINGUISHER 
CABINET (TO 
HIGHEST 
OPERABLE PART)

FIRE ALARM 
SIGNAL/STROBE

FIRE EXTINGUISHER 
SIGN

4
8
" 

M
A

X 4
8

" 
- 

6
0

"

8
0
"

4
8
" 

M
A

X

FIRE 
EXTINGUISHER 
(WALL-MOUNTED, 
NO ENCLOSURE)

3
4

" 
- 

4
8

"

TACTILE EXIT SIGN

9" MIN
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4
8
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IN

T
O

P
 O

F
 S

IG
N

6
0
" 

M
A

X

3
4

"-
4
8

"

*HEIGHT TO OPERABLE PARTS IS ONLY APPLICABLE FOR ITEMS WHERE A 
CLEAR FLOOR SPACE IS PROVIDED IN FRONT OF THE PART. WHERE THERE 
IS AN OBSTRUCTION, MAX HEIGHTS MAY VARY FROM WHAT IS SHOWN.

AUTOMATIC 
DOOR OPENER 
CONTROLS

CIRCULART-SHAPED

ø 67"

1
0
"

NOTE: ALLOWED OVERLAP OF KNEE/TOE CLEARANCE

68" MIN

3
6
" 

M
IN

6
0
" 

M
IN

2
4
" 

M
IN

8"

8
"

MIN

16" 36" MIN

MIN

16"

4
8
"

30"

64" MIN

3
8
" 

M
IN

6
0
" 

M
IN

11" MIN

42" MIN

11" MIN

2
2
" 

M
IN

OR

64" MIN

4
0
" 

M
IN

6
0
" 

M
IN

12" MIN

40" MIN

12" MIN

2
0
" 

M
IN

OR

UNOBSTRUCTED HIGH AND 
LOW SIDE REACH LIMITS

UNOBSTRUCTED HIGH AND 
LOW FRONT REACH LIMITS

4
8
" 

M
A

X

48" MIN.

4
8
" 

M
A

X

1
5
" 

M
IN

1
5
" 

M
IN

10" MAX.

Y = 44" MAX. IF X = >20-25"
Y = 48" MAX. IF X = 20" MAX.

Y

X

OBSTRUCTED HIGH AND 
LOW FRONT REACH LIMITS

OBSTRUCTED HIGH AND 
LOW SIDE REACH LIMITS

Y

3
4

" 
M

A
X

.

X

3
4

" 
M

A
X

.

Y = 46" MAX. IF X = >10-24"
Y = 48" MAX. IF X = 10" MAX.

9
" 

M
IN

6" MIN.

17" MIN.
25" MAX.

11" MIN.

8" MIN.

52" CLR
17" - 25"

52"

3
0
"

30" MIN.

KNEE AND TOE 
CLEARANCE LIMITS 1

CHANGES IN LEVEL - BEVELED

CHANGES IN LEVEL - VERTICAL AND BEVELED

1
/4

" 
M

A
X

1
/2

" 
M

A
X

CHANGES IN LEVEL - VERTICAL

2

1
/2

" 
M

A
X

1
/4

" 
M

A
X

1

2

2
7
"

P
R

O
T

R
U

S
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N
 Z

O
N

E

8
0

" 
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O
 T

O
P

 O
F

4" MAX

8
0

" 
 C

L
R

SIGN

OBJECTS PROTRUDING 
FROM WALLS AT AN 

ELEVATION BETWEEN 27" 
AND 80" SHALL NOT 

PROTRUDE MORE THAN 4" 
INTO THE CLEAR WIDTH.

PROTRUSIONS

A. THE INFORMATION ON THIS SHEET IS PROVIDED AS A MEANS TO 
GRAPHICALLY IDENTIFY THE MOST COMMON DIMENSIONS, 
CLEARANCES, AND MOUNTING HEIGHTS REQUIRED.  IT IS NOT 
FEASIBLE FOR ALL OF THE ADDITIONAL GRAPHIC AND NON-GRAPHIC 
INFORMATION INCLUDE IN ANSI ICC A11.7.1_2017: ACCESSIBLE AND 
USABLE BUILDINGS AND FACILITIES, TO BE INCLUDED ON THIS SHEET.  
THEREFORE, THE CONTRACTOR SHALL REFER TO ANSI A117.1-2017 
AND BE RESPONSIBLE FOR ALL REQUIRED INFORMATION INCLUDED 
THEREIN.

B. VERIFY ACCESSORY SIZE WITH MANUFACTURER TO ENSURE 
CONFORMANCE WITH ADA MOUNTING HEIGHTS.  COORDINATE THE 
INSTALLATION OF ALL PLUMBING FIXTURES AND ACCESSORIES.  ANY 
DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE 
ARCHITECT.

C. DIMENSIONS TO TOILET ROOM ACCESSORIES ARE TO THE HIGHEST 
PORTION OF THE OPENING OR OPERATING DEVICE.

D. PLACE TELEPHONE DEVICES AT 44" ABOVE FINISH FLOOR IF 
PROVIDED.

E. PROVIDE BLOCKING WITHIN WALL AS REQUIRED FOR MOUNTING 
FIXTURES.

F. PROVIDE GYPSUM BOARD WRAP BEHIND FIXTURES AT WALLS 
DESIGNATED ON FLOOR PLANS AS RATED, SEE WALL TYPES.

G. THIS DRAWING ONLY SHOWS FLOOR-MOUNTED TOILET FIXTURES.  
SUBSTITUTE WALL-MOUNTED TOILET FIXTURES WHERE INDICATED IN 
BATHROOM ELEVATIONS & PLUMBING SHEETS.

ADA/CODE GENERAL NOTES

PROVIDE BLOCKING IN FRAMED WALLS TO 6" 
MIN. BEYOND EDGES OF ITEM MOUNTED. (TYP.)

DIRECTION OF TRAVEL OR APPROACH

WALL, FLOOR, CEILING, OR OTHER ELEMENT 
CUT IN SECTION OR PLAN

BOUNDARY OF CLEAR FLOOR SPACE OR 
MANEUVERING CLEARANCE

CENTERLINE 

ALLOWED CONTROL OR DISPENSER LOCATION

ADA/CODE LEGEND

ANSI COMPLIANT CLEAR 
FLOOR SPACE APPROACH

CLEAR AREA

CLEAR 
FLOOR 
SPACE3

0
" 

M
IN

52" MIN

17" MIN

19" MAX

(F) AT LAVATORY 
(WALL HUNG)

(G) AT URINAL

CLEAR 
FLOOR 
SPACE3

0
" 

M
IN

52" MIN

13 1/2" MIN

60" MIN

Y

Y = 56" MIN IF WALL HUNG ADULT FIXTURE;
Y = 59" MIN IF FLOOR MOUNTED ADULT

16" - 18"

(B) AT TOILET 
COMPARTMENT

CLEAR 
FLOOR 
SPACE

36"

6
0
" 

M
IN

17" - 19"

4
2
" 

M
IN

(D) AMBULATORY 
ACCESSIBLE 

COMPARTMENT

MAX
 4"

MAX
 4"

Y = 17" MAX AT ACCESSIBLE
Y = 27" TYP AT ADULT NON-ACCESSIBLE

NOTE: WHERE TWO OR MORE URINALS ARE 
PLACED IN SAME BATHROOM, PLACE (1) AT 17"H 
AND ALL OTHERS AT 27"H

CLR

36" TYP

CLR

36" TYP

WALL 
MOUNT

STALL 
TYPE

D
IA

G
R

A
M

S
E

E
 P

A
R

T
IT

IO
N

T
O

E
 C

L
E

A
R

A
N

C
E

PARTITION, 
TYP

URINAL

4
4
" 

M
A

X

Y

DRINKING FOUNTAIN 

(FRONT)

ADASTANDARD

OR VERT SURFACES

TYPICAL 15" MIN
BETWEEN FIXTURES

NOTE: FLUSH HANDLE TO BE 
ON THE ACCESSIBLE SIDE OF 
THE TOILET. FLUSH CONTROLS 
SHALL NOT REQUIRE MORE 
THAN 5-POUNDS OF FORCE TO 
ACTIVATE.

WATER CLOSET

GRAB BAR 

1 1/4" DIAMETER - REAR 
WALL (ADULT)

18" TYP

12" MAX 42" MIN

3
3
" 

T
Y

P

40" TYP

B
O

T
. 
O

F
 B

A
R

4
0
" 

T
Y

P

1
8
" 

M
IN

12" MIN

24" MIN

36" MIN

GRAB BAR 

1 1/4" DIAMETER - SIDE 
WALL (ADULT)

3
3
" 

T
Y

P

L
A

V
. 
R
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 (

A
D

U
L
T

)
3

4
" 

M
A

X
 T

O

S
E

E
 K

N
E

E
 &

 T
O

E
C

L
E

A
R

A
N

C
E

 D
IA

G
R

A
M

LAVATORIES AND 

SINKS

SIMILAR AT WALL-MOUNTED 
LAVATORIES AND BRADLEY 
TYPE LAVATORY SYSTEMS

SEE KNEE AND TOE 
CLEARANCE 
DIAGRAM, TYP

B

LAVATORY

(ADULT)

4
2
"

TOILET TISSUE 

DISPENSER

102800.TTD

3
0
"

SEAT COVER 

DISPENSER

102800.SCD

33"

SANITARY 

NAPKIN 
DISPOSAL

102800.SND

4
0
" 

M
A

X
 T

O
R

E
F

L
E

C
T

IV
E

 S
U

R
F

A
C

E

3
4
"

LIQUID 

SOAP 
DISPENSER

TOWEL 

DISPENSER

102800.TD

2
0
"

4
0
" 

M
IN

4
0
"

102800.LSD BABY CHANGING 

STATION

3
3
" 

M
A

X

TOP-MOST PORTION OF 
OPENED CHANGING 
SURFACE

4
8
" 

M
A

X

NOTE:  INSTALL PER 
MANUFACTURER'S INSTRUCTIONS

BABY CHANGING STATION, 
REFER TO INTERIOR 
ELEVATIONS AND 
SPECIFICATIONS

SANITARY NAPKIN 

VENDOR
(OFOI)

4
0
"

ADA - MANEUVERING CLEARANCES

MISCELLANEOUS WALL MOUNTING HEIGHTS

CLEAR FLOOR SPACE REQUIREMENTS

REACH LIMITS ACCESSIBLE ROUTE - CHANGE IN LEVEL

LIMITS OF PROTRUDING OBJECTS
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RESTROOM TOILET MOUNTING HEIGHTS - ADULT

St
am

p

p

 AD RE CR HET ITSI E

G C

E T

R

JONAH J.
JENSEN

PORTLAND, OR
ARI-6723



18'

300'

100' 20'

UP

7
3
'

32'

43'

8
'

7'

1
8
'

2
5
0
'

7
5
'

TRAVEL DISTANCE TO 
EXIT ACCESS

COMMON PATH OF EGRESS TRAVEL

COMMON PATH OF EGRESS MAX TRAVEL 
DISTANCE TO POINT AT WHICH A CHOICE 
OF 2 EXITS ARE AVAILABLE

EGRESS PATH

POINT AT WHICH A CHOICE OF 
2 EXITS BECOMES AVAILABLE

MAX TRAVEL DISTANCE TO EXIT ACCESS

GENERAL NOTES
1. SEE STRUCTURAL, MECHANICAL, ELECTRICAL, AND PLUMBING 

DRAWINGS FOR ADDITIONAL INFORMATION REGARDING RESPECTIVE 
DISCIPLINES.

EGRESS TRAVEL LEGEND

CODE COMPLIANCE HATCH LEGEND

EDUCATIONAL: CLASSROOM AREA

ACCESSORY: EXERCISE

ACCESSORY: BUSINESS

ACCESSORY: KITCHEN

ACCESSORY: LIBRARY-READING

ACCESSORY: LOCKER ROOM

ACCESSORY: GYMNASIUM

ACCESSORY: STORAGE

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

E

F

G

H

TOTAL: 181'

351 SF
2

ACCESSORY: STORAGE
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AREA & OCCUPANCY SCHEDULE

FUNCTION OF SPACE
OCCUPANT

LOAD FACTOR AREA
OCCUPANT

LOAD

ACCESSORY: BUSINESS 150 8,276 SF 58

ACCESSORY: EXERCISE 50 1,697 SF 34

ACCESSORY: GYMNASIUM 15 15,456 SF 1,031

ACCESSORY: KITCHEN 200 1,059 SF 6

ACCESSORY: LIBRARY-READING 50 2,848 SF 57

ACCESSORY: LOCKER ROOM 50 3,516 SF 71

ACCESSORY: STORAGE 300 6,784 SF 33

EDUCATIONAL: CLASSROOM AREA 20 27,893 SF 1,407

67,529 SF 2,697
NOTE: REMAINDER OF BUILDING AREA, 31,998 
SF, IS A COMBINATION OF NON-OCCUPIED 
SPACES SUCH AS CORRIDORS AND 
RESTROOMS, AND AREA TAKEN UP BY 
INTERIOR WALLS.
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E
X

IT

EXIT

EXIT

E
X

IT

EXIT

E
X

IT

E
X

IT

EXIT

LOT 1800

LOT 1700

EXISTING ACCESSIBLE PATH

A. SITE PLAN PROVIDED FOR REFERENCE ONLY. NO EXTERIOR WORK IS 
PLANNED FOR THIS APPLICATION.

SITE PLAN NOTES

1
ARCHITECTURAL SITE PLAN D
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A2.11
B1

A2.12
B1

A2.10
B1

MAIN GYM

D1

MAT ROOM

D2

STORAGE

164
STORAGE

165

STORAGE

167

GIRLS LOCKER

ROOM

D3

OFFICE

199

OFFICE

202

TRAINING ROOM

203

BOYS LOCKER

ROOM

D4

STORAGE

168

VESTIBULE

004

HALLWAY

200

VP OFFICE

AD103

RECEPTION

AD101

P. OFFICE

AD104

HEALTH

AD105

ATTENDANCE

AD102

RR

AD114

RR

AD115

CLASSROOM

128

CONFERENCE

AD106

SRO

AD107

DEAN

AD108

FLEX

AD112

COUNS.

AD111

COUNS.

AD110

WORK ROOM

AD113

STAFF LOUNGE

AD116

SMALL GROUP

170

SMALL GROUP

169

CLASSROOM

134

SMALL GROUP

C12

STGE

C13

CLASSROOM

136

STORAGE

137

CLASSROOM

138

CLASSROOM

C16

STGE

C18
OFFICE

C19

OFFICE

C22

STORAGE

C21

OFFICE

C20

VESTIBULE

003

LIBRARY

B16

SMALL GROUP

B15

STORAGE

B17

STORAGE

B13

OFFICE

B14

B18

STORAGE

B19

SMALL GROUP

11

VESTIBULE

002

RR

151

CUST

87

RR

152

CONF

B5

Room

B12

STG

B11

STGE

B6

STGE

B7

STUDENT STORE

B8

OPEN BRYT

SPACE

B1

VAULT

B9 WORKROOM

B10

IT

T1

OFFICE

B4

BOYS RR

192

OFFICE

B3

OFFICE

B2

CLASSROOM

119

CLASSROOM

120

STORAGE

A19

A20

123

CLASSROOM

122

CLASSROOM

102

CLASSROOM

118

GIRLS RR

193

CLASSROOM

110

CLASSROOM

109

CLASSROOM

117

OFFICE

150

STGE

149

CLASSROOM

114

CLASSROOM

113

CLASSROOM

112

ROOM

A10

CLASSROOM

108

CLASSROOM

107

CLASSROOM

106

FIRE RISER

A3

STGE

A3

OFFICE

A4

CLASSROOM

103

CLASSROOM

101

VESTIBULE

001

COMMONS

86

BOYS RR

197

GIRLS RR

196

MECHANICAL

153A

MECH.

153
KITCHEN

D5

VESTIBULE

005

BOILER ROOM

E13

BOILER ROOM

E13A

CLASSROOM

142

E15

RR

E16

CLASSROOM

141

BOYS RR

194

GIRLS RR

195

CUST.

E12

WEIGHT ROOM

144

STORAGE

E11E10

E9 E8

143

IT

T2

HALLWAY

201

CLASSROOM

145

155154

156

157

158

159

160

MUSIC

E1

CLASSROOM

148

STGE

161

161A

OFFICE

162

CLASSROOM

147

JANITOR

CLOSET

163

CLASSROOM

146

STORAGE

166

SHADED AREAS NOT IN SCOPE

DEMOLITION FLOOR PLAN LEGEND

DEMOLISH EXISTING FLOORING AND WALL 
BASE IN THEIR ENTIRETY. PREPARE 
SURFACE FOR NEW FINISH

WALL TO REMAIN

EXTENT OF WALL OR 
COMPONENT TO BE REMOVED

DOOR TO REMAIN

DOOR TO REMAIN

DOOR TO BE REMOVED

DOOR TO BE REMOVED

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES
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FLOOR PLAN - DEMOLITION
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A2.11
D1

A2.12
C1

A2.10
D1

P

P
P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P P

P

P
P

4
'-0

" 
T

Y
P

.

16

16

16

16

16

16

16

16 16

16

16

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

DEMOLITION REFLECTED 
CEILING PLAN LEGEND

GWB (E)

24" x 24" ACT (E)

24" x 48" ACT (E)

SHADED AREAS NOT IN 
SCOPE

24" x 48" ACT (D)
(REMOVE PANELS 
& GRID)

24" x 24" TROFFER (E)

24" x 24" TROFFER (D)

24" x 48" TROFFER (D)

24" x 48" TROFFER (E)

12" x 12" RETURN 
REGISTER (E)

24" x 24" RETURN 
REGISTER (E)

12" x 12" SUPPLY 
DIFFUSER (E)

24" x 24" SUPPLY 
DIFFUSER (E)

AIR DIFFUSER (E)

12" x 48" TROFFER (E)

12" x 48" TROFFER (D)

PENDANT LIGHT (E)

RECESSED CAN (E)

RECESSED CAN (D)

SPRINKLER (E)

SPRINKLER (D)

24" x 48" ACT (D)
(REMOVE PANELS, 
GRID TO REMAIN
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1

REFLECTED CEILING PLAN - DEMOLITION

SHEET NOTES
# DESCRIPTION

16 ADJUST (E) CEILING GRID AT NEW HEADER
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1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

E

F

G

H

A2.11
B2

A2.12
B2

A2.10
B2

11

1

1

1

1

1

1

11

1

1

1

1

1

1

1

CLASSROOM

113

CLASSROOM

112

ROOM

A10

CLASSROOM

108

CLASSROOM

107

CLASSROOM

106
CLASSROOM

109

CLASSROOM

114

CLASSROOM

110

STGE

A3

OFFICE

A4

CLASSROOM

103

CLASSROOM

102

CLASSROOM

122

123

CLASSROOM

118

CLASSROOM

120

CLASSROOM

117

OFFICE

150

STGE

149

CLASSROOM

119

VESTIBULE

002

LIBRARY

B16

SMALL GROUP

11
STORAGE

B19
B18

OFFICE

B14

STORAGE

B13

STORAGE

B17

SMALL GROUP

B15

VESTIBULE

003

CLASSROOM

138

CLASSROOM

136

STORAGE

137

SMALL GROUP

C12

STGE

C13

CLASSROOM

134

SMALL GROUP

169

SMALL GROUP

170

CLASSROOM

128

P. OFFICE

AD104

VP OFFICE

AD103

HEALTH

AD105

RR

AD115

RR

AD114

STAFF LOUNGE

AD116

WORK ROOM

AD113

COUNS.

AD110

COUNS.

AD111

FLEX

AD112

CONFERENCE

AD106

DEAN

AD108

SRO

AD107

HALLWAY

200

COMMONS

86

STUDENT STORE

B8

STGE

B7

STGE

B6

CUST

87

RR

151

RR

152

CONF

B5

VAULT

B9

IT

T1

OFFICE

B4

OFFICE

B3

OFFICE

B2

CLASSROOM

101

CLASSROOM

C16

OFFICE

C19

OFFICE

C20

STORAGE

C21

OFFICE

C22

STGE

C18

VESTIBULE

004

MAIN GYM

D1

MAT ROOM

D2

STORAGE

164

STORAGE

165

STORAGE

166

GIRLS LOCKER

ROOM

D3

STORAGE

167

BOYS LOCKER

ROOM

D4

STORAGE

168

KITCHEN

D5

MECH.

153

BOYS RR

197

GIRLS RR

196

VESTIBULE

005

BOILER ROOM

E13

BOILER ROOM

E13A

CLASSROOM

142CLASSROOM

141

E10

E9

143

IT

T2

WEIGHT ROOM

144

MUSIC

E1

154

156

157

158

159

160

CLASSROOM

145

CLASSROOM

148

STGE

161

OFFICE

162

CLASSROOM

147

CLASSROOM

146

JANITOR

CLOSET

163

OPEN BRYT

SPACE

B1

WORKROOM

B10

A20

VESTIBULE

001

1

1

ATTENDANCE

AD102

RECEPTION

AD101

11

155

161A

GIRLS RR

193

BOYS RR

192

BOYS RR

194

GIRLS RR

195

RR

E16

FIRE RISER

A3

HALLWAY

201

E8

STORAGE

E11

CUST.

E12

STORAGE

A19

STG

B11

2

2

2

2

22

E15

Room

B12

OFFICE

199

OFFICE

202

TRAINING ROOM

203

MECHANICAL

153A

1

1

A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

SHADED AREAS NOT IN SCOPE 
UNLESS OTHERWISE NOTED

FLOOR PLAN LEGEND

POLISHED CONCRETE - PC1, 
SEE FINISH SCHEDULE

EXISTING FLOORING TO 
REMAIN
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1" = 20'-0" @ FULL SIZE
1

OVERALL FLOOR PLAN - LEVEL 1

SHEET NOTES
# DESCRIPTION

1 EXISTING CONCRETE TO BE REFINISHED AND NEW WALL BASE
INSTALLED TYP, U.N.O.

2 PROVIDE NEW DOORS, SEE A8.00 FOR DOOR SCHEDULE & OPENING
DETAILS.

#
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OS OS

OS OS

A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.

A2.10

D3

D4

BOYS RR

194

GIRLS RR

195

A2.10

C3

C5

D5
C4

2
9

'-6
 3

/4
" 

V
IF

8'-6 3/4" VIF

5

(E) FD
(E) FD

(E) FD

F1

F1

F1 F1

F1

F1

F1

1
1

'-8
"

5
'-1

 1
/4

"

TYP.

4W1 4W1

8'-9"

4
 E

Q
 S

P
A

C
E

S

BOYS RR

194

GIRLS RR

195

3

3

(E) FD (E) FD

(E) FD

4

13

4

6 6

9

9

9

9

6

6

7 7

8

10

10

10

A.F.F.
9'-0"

A.F.F.
9'-0"

7'-0"

10

7 7

16

C1

A9.70

10

EPT1

T1

TYP.

TYP.

4
'-0

" 
T

Y
P

.

GB

TTD
TYP.

8"

A1

A9.70

TYP.

11
TD
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FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.

D
ra

w
in

g
 T

itl
e
:

Sheet No.

© 2025 SĀJ Architecture, LLC

1

D

2 3 5 64

C

B

A

D
a
te

 :

R
e
vi

se
d
 :

P
ro

je
ct

 N
o
.

S
ta

m
p

1
/2

7
/2

0
2
6

 1
0

:4
2

:4
1

 A
M

D
E

M
O

 &
 N

E
W

 F
L
O

O
R

P
L
A

N
S

, 
R

C
P

s,
 F

IN
IS

H
 P

L
A

N
,

E
L
E

V
A

T
IO

N
S

 -
R

E
S

T
R

O
O

M
S

A2.10

O
B

S
ID

IA
N

 M
ID

D
L

E
 S

C
H

O
O

L
M

O
D

E
R

N
IZ

A
T

IO
N

B
I
D

 S
E

T

R
E

D
M

O
N

D
 S

C
H

O
O

L
 D

IS
T

R
IC

T

2
0
2
6
-0

1
-3

0

2
5
0
3
3

721 SW Industrial Way Ste.

Bend, OR 97702

(541) 330-6506

329 NE Couch St. Ste. 203

Portland, OR 97232

(503) 595-0270

BEND

PORTLAND

130

D
R

A
W

IN
G

 R
E

V
IS

IO
N

S

#
D

a
te

D
e
s
c
ri

p
ti

o
n

1/4" = 1'-0" @ FULL SIZE
B2

FLOOR PLAN - 194/195 RESTROOMS
1/4" = 1'-0" @ FULL SIZE

B1
DEMO FLOOR PLAN - 194/195 RESTROOMS

1/4" = 1'-0" @ FULL SIZE
D1

DEMO RCP - 194/195 RESTROOMS
1/4" = 1'-0" @ FULL SIZE

D2
RCP - 194/195 RESTROOMS

1/4" = 1'-0" @ FULL SIZE
C3

194 - BOYS RR - NORTH
1/4" = 1'-0" @ FULL SIZE

C5
194 - BOYS RR - SOUTH

1/4" = 1'-0" @ FULL SIZE
C4

194 - BOYS RR - EAST

1/4" = 1'-0" @ FULL SIZE
D3

195 - GIRLS RR - NORTH
1/4" = 1'-0" @ FULL SIZE

D4
195 - GIRLS RR - SOUTH

1/4" = 1'-0" @ FULL SIZE
D5

WEST ELEVATION - EAST GIRLS

1/4" = 1'-0" @ FULL SIZE
B3

FINISH PLAN - 194/195 RESTROOMS

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE - DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

# SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS AFFECTED BY
DEMO. MATCH ADJACENT WALL TEXTURE/FINISH
WITH NO VISIBLE TRANSITIONS. PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR MOUNTING,
SAME THICKNESS AS TILE FOR FLUSH INSTALL.FILL
AND SMOOTH VISIBLE EDGES, PAINT TO MATCH
WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL AND
SMOOTH VISIBLE EDGES, PAINT TO MATCH WALL.

13 DEMOLISH HEADER ABOVE DOOR.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO (E)
CONCRETE IN HALL
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OS OS

OS

A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.

3(E) FD

(E) FD

(E) FD

4

4

13

3
A2.11

C3

C4

A2.11

D4

(E) FD

(E) FD

(E) FD

NEW FD, 
SEE PLUMBING

3'-3 1/2"3'-3 1/2"

A2.11D3

8'-7 3/4" 4'-6"

5
'-2

 1
/2

"
1

7
'-5

"

3
'-1

" 
C

L
R

.4W2

4W2

F1

F1F1

F1

5

3
 E

Q
5

'-1
 1

/4
"

5
 E

Q
.

4W1

4W1

TYP.

1
3

'-6
 1

/4
"

1'-5"
1'-11"

6 6

6

9

99 7 7

7

8

10

10

A.F.F.
9'-0"

7'-0"

16

C1

A9.70

10

10

EPT1

T1

TYP.

TYP.

4
'-0

" 
T

Y
P

.

GB

TTD
TYP.

8"

A1

A9.70

TYP.

11

TYP.

OPEN TO 
BEYOND

GB

TC

OPEN TO 
BEYOND

(E) FD

(E) FD

(E) FD

NEW FD, 
SEE PLUMBING

T
IL

E
P

C

17

FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.

18" X 36" 
MIRROR

18" X 36" 
MIRROR

18" X 36" 
MIRROR

TYP.

TYP.

LSD TD

M2

OPEN TO 
BEYOND

OPEN TO 
BEYOND

TYP.

7" 7"

DISPENSERS TO BE MOUNTED 
ABOVE TILE, 48" AFF MAXIMUM

12

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

OPEN TO 
BEYOND

T1

EPT1TYP.

TYP. US
TYP.

OPEN TO 
BEYOND

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.
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1/4" = 1'-0" @ FULL SIZE
B1

DEMO FLOOR PLAN - 192 - BOYS RESTROOM
1/4" = 1'-0" @ FULL SIZE

B2
FLOOR PLAN - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
D1

DEMO RCP - 192 - BOYS RESTROOM
1/4" = 1'-0" @ FULL SIZE

D2
RCP - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
C3

192 - BOYS RR - NORTH A
1/4" = 1'-0" @ FULL SIZE

C4
192 - BOYS RR - EAST

1/4" = 1'-0" @ FULL SIZE
B4

FINISH PLAN - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
D4

192 - BOYS RR - NORTH B

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE - DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

#

1/4" = 1'-0" @ FULL SIZE
D3

192 - BOYS RR - WEST

SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS
AFFECTED BY DEMO. MATCH ADJACENT WALL
TEXTURE/FINISH WITH NO VISIBLE
TRANSITIONS. PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR
RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR
MOUNTING, SAME THICKNESS AS TILE FOR
FLUSH INSTALL.FILL AND SMOOTH VISIBLE
EDGES, PAINT TO MATCH WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL
AND SMOOTH VISIBLE EDGES, PAINT TO
MATCH WALL.

13 DEMOLISH HEADER ABOVE DOOR.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO
(E) CONCRETE IN HALL
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OS

OS OS

A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES
A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:

• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.

A2.12

C3

C4 A2.12D3

C5

A2.12

D4

(E) FD (E) FD

2
'-0

"
1
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'-1

0
 1

/4
"

5

NEW FD, SEE 
PLUMBINGGIRLS RR

193

3'-6" CLR. 3'-6" CLR.

1
'-0
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'-0

"

4W1 4W1

4W2

4W2
4W2

F1 F1
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F1

F1 F1
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"
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 E
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8'-7 3/4" 8'-7 3/4"

3

3

GIRLS RR

193

(E) FD (E) FD

4

13

99

6

6 69 9

8

10

10

A.F.F.
9'-0"

7'-0"

C1

A9.70

7

7 7

16

10

10

(E) FD (E) FD

NEW FD, SEE 
PLUMBING

T
IL

E
P

C

17

FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.

EPT1

T1

TYP.

TYP.

4
'-0

" 
T

Y
P

.

GB

TTD
TYP.

A1

A9.70

8"

TYP.

11

OPEN TO 
BEYOND

GB

TC
TYP.

3'-0" SND
TYP.

4
'-0

" 
T

Y
P

.

TTD

TYP.

GB

8"

11

OPEN TO 
BEYOND

TC
TYP.

GB 3'-0"SND
TYP.

4
'-0

" 
T

Y
P

.

EPT1

T1

TYP.

TYP.

OPEN TO 
BEYOND

OPEN TO 
BEYOND

24" X 36" 
MIRROR

24" X 36" 
MIRROR

24" X 36" 
MIRROR

24" X 36" 
MIRROR

LSD

M1
TYP.

TYP.
TD
TYP.

DISPENSERS TO BE MOUNTED 
ABOVE TILE, 48" AFF MAXIMUM, 
FACE OF DISPENSER TO BE CLEAR 
OF THE MIRROR, TYP.

12

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.
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1/4" = 1'-0" @ FULL SIZE
B2

FLOOR PLAN - 193 - GIRLS RESTROOM
1/4" = 1'-0" @ FULL SIZE

B1
DEMO FLOOR PLAN - 193 - GIRLS RESTROOM

1/4" = 1'-0" @ FULL SIZE
C1

DEMO RCP - 193 - GIRLS RESTROOM
1/4" = 1'-0" @ FULL SIZE

C2
RCP - 193 - GIRLS RESTROOM

1/4" = 1'-0" @ FULL SIZE
B3

FINISH PLAN - 193 - GIRLS RESTROOM

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE - DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

1/4" = 1'-0" @ FULL SIZE
C3

193 - GIRLS RR - NORTH A
1/4" = 1'-0" @ FULL SIZE

C4
193 - GIRLS RR - EAST A

1/4" = 1'-0" @ FULL SIZE
C5

193 - GIRLS RR - NORTH B

1/4" = 1'-0" @ FULL SIZE
D3

193 - GIRLS RR - WEST B
1/4" = 1'-0" @ FULL SIZE

D4
193 - GIRLS RR - NORTH C

# SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS AFFECTED
BY DEMO. MATCH ADJACENT WALL
TEXTURE/FINISH WITH NO VISIBLE TRANSITIONS.
PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR
RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR
MOUNTING, SAME THICKNESS AS TILE FOR
FLUSH INSTALL.FILL AND SMOOTH VISIBLE
EDGES, PAINT TO MATCH WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL
AND SMOOTH VISIBLE EDGES, PAINT TO MATCH
WALL.

13 DEMOLISH HEADER ABOVE DOOR.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO (E)
CONCRETE IN HALL
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12 GA. BRACE WIRES12 GA. BRACE WIRES

COMPRESSION POST

12 GA. BRACE WIRES

TYP. 4'-0" O.C.

(3 TIGHT WRAPS)

MAIN BEAM

4'-0" O.C.

CROSS TEES

2'-0" O.C.

NOTE: PER ASTM E580 SECTION 1.4, CEILINGS LESS THAN OR EQUAL TO 144 SQUARE

FEET AND SURROUNDED BY WALLS CONNECTED TO THE STRUCTURE ABOVE ARE

EXEMPT FROM THE SEISMIC DESIGN REQUIREMENTS.

A2.12
C2

A2.11
D2

A2.10
D2

P

P
P

P

P

P

P

P

P

P

P

P

P

P

P

P

P

P P

P

P
P

A.F.F.
12'-0"

A.F.F.
12'-0"

A.F.F.
12'-0"

A.F.F.
11'-11 1/2"

A.F.F.
11'-11 3/8"

A.F.F.
11'-11 1/2"

A.F.F.
12'-0"

A.F.F.
9'-11 3/8"

A.F.F.
12'-0"

A.F.F.
12'-0"

A.F.F.
11'-10"

14

14

14
14

14

14

14

1414

14

14

15

14

4
'-0

" 
T

Y
P

.
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REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.

8" MAX.

12 GA. WIRE HANGER

+/- 10°

METAL GRID 
SUSPENSION SYSTEM

ACOUSTIC PANEL

ACM7 WALL 
ATTACHMENT CLIP

3/4" MIN.

7/8" TYP.

REFLECTED CEILING PLAN LEGEND

GWB (E)

24" x 24" ACT (E)

24" x 48" ACT (E) 
(E) GRID, PAINT, 
NEW PANELS

SHADED AREAS NOT IN 
SCOPE

24" x 48" ACT (N)
NEW GRID, NEW 
PANELS

24" x 24" TROFFER (E)

24" x 48" TROFFER (E)

24" x 24" TROFFER (N)

24" x 48" TROFFER (N)
12" x 12" RETURN 
REGISTER GRILLE 
(E)

24" x 24" RETURN 
REGISTER GRILLE 
(E)

12" x 12" SUPPLY 
DIFFUSER GRILLE 
(E)

24" x 24" SUPPLY 
DIFFUSER GRILLE 
(E)

AIR DIFFUSER (E)

12" x 48" TROFFER (E)

12" x 48" TROFFER (N)

PENDANT LIGHT (E)

RECESSED CAN (E)

RECESSED CAN (N)

SPRINKLER (E)

SPRINKLER (N)
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1" = 20'-0" @ FULL SIZE
1

REFLECTED CEILING PLAN - OVERALL
3" = 1'-0" @ FULL SIZE

D5
TYPICAL ACOUSTIC CEILING BRACING

3" = 1'-0" @ FULL SIZE
C5

TYPICAL ACOUSTIC CEILING PERIMETER EDGE

SHEET NOTES
# DESCRIPTION

14 NEW CEILING GRID AND TILE

15 PROVIDE TUNABLE AND DIMMABLE LIGHTING, SEE
ELECTRICAL
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1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

E

F

G

H

CLASSROOM

113

CLASSROOM

112

ROOM

A10

CLASSROOM

108

CLASSROOM

107

CLASSROOM

106

CLASSROOM

109

CLASSROOM

114

CLASSROOM

110

STGE

A3

OFFICE

A4

CLASSROOM

103

CLASSROOM

102

CLASSROOM

122

123

CLASSROOM

118

CLASSROOM

120

CLASSROOM

117

OFFICE

150

STGE

149

CLASSROOM

119

VESTIBULE

002

LIBRARY

B16

SMALL GROUP

11 STORAGE

B19

B18

OFFICE

B14

STORAGE

B13

STORAGE

B17

SMALL GROUP

B15

VESTIBULE

003

CLASSROOM

138

CLASSROOM

136

STORAGE

137

SMALL GROUP

C12

STGE

C13

CLASSROOM

134

SMALL GROUP

169

SMALL GROUP

170

CLASSROOM

128

P. OFFICE

AD104

VP OFFICE

AD103

HEALTH

AD105

RR

AD115

RR

AD114

STAFF LOUNGE

AD116
WORK ROOM

AD113 COUNS.

AD110

COUNS.

AD111

FLEX

AD112 CONFERENCE

AD106

DEAN

AD108

SRO

AD107

HALLWAY

200

COMMONS

86

STUDENT STORE

B8

STGE

B7

STGE

B6
CUST

87

RR

151

RR

152 CONF

B5

VAULT

B9

IT

T1

OFFICE

B4

OFFICE

B3

OFFICE

B2

CLASSROOM

101

CLASSROOM

C16

OFFICE

C19

OFFICE

C20

STORAGE

C21

OFFICE

C22

STGE

C18

VESTIBULE

004

MAIN GYM

D1

MAT ROOM

D2

STORAGE

164
STORAGE

165

STORAGE

166

GIRLS LOCKER

ROOM

D3

STORAGE

167

BOYS LOCKER

ROOM

D4

STORAGE

168

KITCHEN

D5

MECH.

153

BOYS RR

197

GIRLS RR

196

VESTIBULE

005

BOILER ROOM

E13

BOILER ROOM

E13A

CLASSROOM

142

CLASSROOM

141

E10

E9

143

IT

T2

WEIGHT ROOM

144

MUSIC

E1

154

156

157

158

159

160

CLASSROOM

145

CLASSROOM

148

STGE

161

OFFICE

162

CLASSROOM

147

CLASSROOM

146

JANITOR

CLOSET

163

OPEN BRYT

SPACE

B1

WORKROOM

B10

A20

VESTIBULE

001

ATTENDANCE

AD102

RECEPTION

AD101

155

161A

GIRLS RR

193

BOYS RR

192

BOYS RR

194

GIRLS RR

195

L

L

L

L

L

L

L

L

L

L L L

L

L

L

L

L

L

L

L

L

L

L

L

L

L

L

L

LLL

L

L
L

L

L

L

L
L

L

L

L

L

L

L

L

L

L

L L

L

LL

L

L

L

L

L

L

L

L

L

L

LL

LL
L

L

L

L L

L L

LL

L

L

L L

L L

L

L L

L

LL

L

L

L

L

L

C12

C13

136A

134A 134B

C16A C16B

169B

170

128

B7B6

B11

B12

B5AB5B

152

151

B9 T1BT1A

B3B4

101

122A120A

B14

B13

B15

138A138B

136B

120B

118B

122B

102B
102A118A

110 109

A10B A10C

A10A A10D112

113

114

149

150B

150A 117 103

A3A

A3B

106 A4B

A4A

107
108A

159

160

158B

158A

157

156

154

E1A

155

162

163

147

146B

145A 146A

142A

143A

141 144A

143C

E8B

E9A

E10A

E10B

144B142B
E13E

E13A

E13C

D5

168A 168B

202

199

167B167A

204

D1C

166

165A

165B

164

D1D

153

C18A

C20

C19

C22

C16C C16D

11

E9B

143B

119

108B

B16B

B16C
CUST.

E12
STORAGE

E11

E8

169A

C18B

C21BC21A

HALLWAY

201

B16A

STORAGE

A19

A19

FIRE RISER

A3

E15

RR

E16

87

OFFICE

202

OFFICE

199

TRAINING ROOM

203

203

201

005

L

LL
L

L L

L

L

L

L

LL

L

L

CUST.

204

L

L L

L

L

L

L

L

L

L L

A. PROVIDE ACCESSIBLE LEVER HANDLE HARDWARE WHERE 
INDICATED IN PLAN.

B. PROVIDE ONE (1) 10” HIGH STEEL KICK PLATE ON THE PUSH SIDE OF 
EACH DOOR RECEIVING NEW HARDWARE.

C. REMOVE KICKDOWN DOOR HOLDERS THROUGHOUT BUILDING.

HARDWARE PLAN GENERAL NOTES

SHADED AREAS NOT IN SCOPE UNLESS OTHERWISE NOTED

HARDWARE PLAN LEGEND

L
REPLACE EXISTING HARDWARE WITH ACCESSIBLE LEVER 
HANDLE HARDWARE, PER HARDWARE SCHEDULE

XXXX NUMBERING SYSTEM
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1" = 20'-0" @ FULL SIZE
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OVERALL FLOOR PLAN - LEVEL 1
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F

SCHED.

SEE

S
E

E
 S

C
H

E
D

.

SCHED.

SEE

S
E

E
 S

C
H

E
D

.

PF

FLUSH PANEL PAIR FLUSH PANEL

PFL

PAIR FULL LITE

PHL

PAIR HALF LITE

SCHED.

SEE

S
E

E
 S

C
H

E
D

.

SCHED.

SEE
S

E
E

 S
C

H
E

D
.

GL-1

GL-1

OPENING TYPES NOTES
A. ROUTE WIRING FOR ACCESS CONTROL AND ACCESSIBLE ACCESS 

AUTOMATORS THROUGH STOREFRONT MULLIONS.
B. FOR EXTERIOR GLAZING TYPES GL-1, SEE SPECIFICATION 

SECTION ON 088000 GLAZING AND LEGEND BELOW.
C. SEE SPECIFICATION SECTION 088000 FOR GLAZING ADDITIONAL 

INFORMATION.
D. REFERENCE SPECIFICATIONS FOR DOOR HARDWARE GROUP 

INFORMATION.

GLAZING TYPES LEGEND
GL-1: 1" INSULATED GLASS
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EQUIPMENT SCHEDULE
KEYNOTE TAG DESCRIPTION MODEL - BASIS OF DESIGN PROVIDE / INSTALL

102800.GB GB 18", 36", 42" LONG 1 1/4" DIAMETER STAINLESS STEEL GRAB BAR BOBRICK, B-6806 SERIES 1 1/2" DIAMETER CF/CI

102800.LSD LSD SURFACE MOUNTED SOAP DISPENSER FACILITY STANDARD OF/CI

102800.M M1 TEMPERED GLASS MIRROR, 24" X 36" BOBRICK, B-165 2436 CF/CI

102800.M M2 TEMPERED GLASS MIRROR, 18" X 36" BOBRICK, B-165 1836 CF/CI

102800.SND SND SANITARY NAPKIN DISPOSAL FACILITY STANDARD OF/CI

102113.TC TC HDPE TOILET COMPARTMENT SCRANTON PRODUCTS, HINEY HIDERS, COLOR: SANDCASTLE CF/CI

102800.TD TD ROLL PAPER TOWEL DISPENSER FACILITY STANDARD OF/CI

102800.TTD TTD SURFACE MOUNTED DOUBLE TOILET PAPER DISPENSER FACILITY STANDARD OF/CI

102113.US US HDPE URINAL SCREEN SCRANTON PRODUCTS, HINEY HIDERS, COLOR: SANDCASTLE CF/CI

DOOR SCHEDULE

MARK

DOOR FIRE
RATING

DOOR FRAME DOOR PANEL HARDWARE
GROUP

DETAILS

COMMENTSWIDTH HEIGHT TYPE MATERIAL FINISH TYPE MATERIAL FINISH HEAD JAMB THRESHOLD
LEVEL 1

005 6'-0" 7'-0" - (E) (E) (E) PHL HM PT4 02 - -

201 6'-0" 7'-0" - (E) (E) (E) PFL HM PT4 01 - -

B16A 6'-0" 7'-0" - (E) (E) (E) PF HM PT4 13 - -

B16B 6'-0" 7'-0" - (E) (E) (E) PF HM PT4 13 - -

B16C 3'-0" 7'-0" - (E) (E) (E) F HM PT4 14 - -

D1C 6'-0" 7'-0" - (E) (E) (E) PF HM PT4 02 - -

D1D 6'-0" 7'-0" - (E) (E) (E) PF HM PT4 02 - -

LEGEND - DOOR TYPES

DOOR HARDWARE SCHEDULE
MARK HARDWARE GROUP

LEVEL 1

002A 01

002B 01

003A 01

003B 01

11 03

87 04

101 03

101 290 05

101 291 05

101 298 03

102A 03

102B 03

103 03

106 03

107 03

108A 03

108B 06

109 03

110 03

112 03

113 03

114 03

117 03

118A 03

118B 03

119 03

120A 03

120B 03

122A 03

122B 03

128 03

134A 03

134B 03

136A 03

136B 07

138A 03

138B 07

141 03

142A 03

142B 08

143A 03

143B 03

143C 03

144A 03

144B 08

145A 05

145B 05

146A 03

146B 09

147 03

148A 05

148B 05

149 04

DOOR HARDWARE SCHEDULE
MARK HARDWARE GROUP

150A 07

150B 07

151 10

152 10

153 11

153A 05

154 03

155 07

156 12

157 12

158A 04

158B 04

159 12

160 12

161 05

162 07

163 04

164 01

165A 01

165B 01

166 05

167A 05

167B 05

168A 05

168B 05

169A 03

169B 03

170 03

199 05

202 05

203 05

204 05

A3A 04

A3B 04

A4A 07

A4B 07

A10A 03

A10B 03

A10C 03

A10D 03

A19 04

AD101 05

AD103 05

AD104 05

AD105 05

AD106 05

AD107 05

AD108 05

AD110 05

AD111 05

AD112 05

AD113 05

AD114 05

AD115 05

DOOR HARDWARE SCHEDULE
MARK HARDWARE GROUP

AD116A 05

AD116B 05

AD117 05

B3 07

B4 07

B5A 07

B5B 07

B6 04

B7 04

B8 05

B9 04

B10A 05

B10B 05

B11 04

B12 04

B13 04

B14 07

B15 03

C12 03

C13 03

C16A 03

C16B 03

C16C 03

C16D 03

C18A 07

C18B 07

C19 07

C20 07

C21A 07

C21B 07

C22 07

D1A 01

D1B 01

D3A 05

D3B 05

D4A 05

D4B 05

D5 05

E01 01

E1A 13

E1B 05

E02 01

E03 01

E04 01

E05 01

E06 01

E07 01

E08 01

E8B 07

E9A 07

E9B 04

E10A 07

E10B 11

E13A 04

DOOR HARDWARE SCHEDULE
MARK HARDWARE GROUP

E13B 05

E13C 01

E13D 05

E13E 05

E15 05

E16 05

T1A 04

T1B 04

T2 01
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PER ELEVATION

061000.WFR WOOD FRAMING

REFER TO G0.00 FOR 
WALL TYPE

093000.TB
TILE BACKING PANELS

093000.MES METAL EDGE STRIP

099123.EPT EPOXY PAINT

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

092116.MRX
MOISTURE RESISTANT TYPE 'X'

093000.MES METAL EDGE STRIP
SS COVE STRIP BY 
SCHLUTER OR SIMILAR

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

MORTAR BED
093000.WM WATERPROOF MEMBRANE

PER ELEVATION

REFER TO G0.00 FOR 
WALL TYPE

093000.TB
TILE BACKING PANELS

093000.MES METAL EDGE STRIP

099123.EPT EPOXY PAINT

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

092116.MRX
MOISTURE RESISTANT TYPE 'X'

093000.MES METAL EDGE STRIP
SS COVE STRIP BY 
SCHLUTER OR SIMILAR

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

MORTAR BED
093000.WM WATERPROOF MEMBRANE

EXISTING WALL NEW WALL

061000.WFR WOOD FRAMING

OUTSIDE CORNERS INSIDE CORNERS

093000.TB
TILE BACKING PANELS

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

093000.GR GROUT

093000.MES METAL EDGE STRIP

093000.GR GROUT

093000.TB TILE BACKING PANELS
093000.CT
CERAMIC TILE FOR WALL OR FLOOR

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

093000.GR GROUT

093000.CT
CERAMIC TILE FOR WALL OR FLOOR
093000.GR GROUT
093000.TB TILE BACKING PANELSBOD: SCHLUTER 

JOLLY-P

099123.EPT EPOXY PAINT

093000.MES METAL EDGE STRIP

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

093000.GR GROUT

3/16" MAX JOINT

3
/1

6
" 

M
A

X
 J

O
IN

T

SIZE PER FINISH SCHEDULE. 
SEE ELEVATIONS FOR 
LAYOUT.

BOD: SCHLUTER JOLLY-P

SEE RCP

092116.GWB
GYPSUM WALL BOARD

SEE RCP

T
Y

P
.

6
"

095100.WH WIRE HANGER

061000.WFR WOOD FRAMING

095100.ACT
ACOUSTICAL CEILING TILE/PANEL

SEE RCP

PER MANUFACTURER

WHERE OCCURS, SEE RCP 
GENERAL NOTES FOR ADDITIONAL 
INFORMATION

095100.MEM METAL EDGE MOULDING

095100.MSS METAL SUSPENSION SYSTEM

095100.ACT ACOUSTICAL CEILING TILE/PANEL

OF DOOR
WHERE APPLIES

093000.CT
CERAMIC TILE FOR WALL OR FLOOR

BOD: SCHLUTER-SHIENE

TILEPC

093000.MES
METAL EDGE STRIP

TRANSITION SYMBOL:

(E) CONCRETE SLAB

(N) CONCRETE SLAB

VIF (E) WALL

(N) INTERIOR 
WALL

ALIGN/FEATHER 
FINISHES, TYP.

ALIGN/FEATHER 
FINISHES, TYP.

061000.WFR WOOD FRAMING

092116.GWB GYPSUM WALL BOARD

092116.GWB GYPSUM WALL BOARD
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1" = 1'-0" @ FULL SIZE
A1

TYPICAL TILE AT TOP/BASE
1 1/2" = 1'-0" @ FULL SIZE

A2
TYPICAL TILE JOINTS, CORNERS

1 1/2" = 1'-0" @ FULL SIZE
B1

TILE JOINTS

1" = 1'-0" @ FULL SIZE
C1

ACT TO ACT @ HEADER

1 1/2" = 1'-0" @ FULL SIZE
B2

TRANSITION - CONCRETE TO TILE

1 1/2" = 1'-0" @ FULL SIZE
D1

(E) WALL TO (N) WALL - CONTINUOUS
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