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DEMOLITION FLOOR PLAN LEGEND

DEMOLISH EXISTING FLOOR CARPET FINISH AND 
WALL BASE IN THEIR ENTIRETY. PREPARE FLOOR 
SURFACE FOR NEW FINISH

WALL TO REMAIN

EXTENT OF WALL OR 
COMPONENT TO BE REMOVED

DOOR TO REMAIN

DOOR TO REMAIN

DOOR TO BE REMOVED

DOOR TO BE REMOVED

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES
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1" = 20'-0" @ FULL SIZE
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FLOOR PLAN - DEMOLITION
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Addendum
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A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

SHADED AREAS NOT IN SCOPE 
UNLESS OTHERWISE NOTED

FLOOR PLAN LEGEND

POLISHED CONCRETE - PC1, 
SEE FINISH SCHEDULE

EXISTING FLOORING TO 
REMAIN

D
ra

w
in

g
 T

itl
e
:

Sheet No.

© 2025 SĀJ Architecture, LLC

1

D

2 3 5 64

C

B

A

D
a
te

 :

R
e
vi

se
d
 :

P
ro

je
ct

 N
o
.

S
ta

m
p

2
/1

9
/2

0
2
6

 1
1

:4
7

:5
0

 A
M

O
V

E
R

A
L
L

 F
L
O

O
R

 P
L
A

N

A2.00

O
B

S
ID

IA
N

 M
ID

D
L

E
 S

C
H

O
O

L
M

O
D

E
R

N
IZ

A
T

IO
N

B
I
D

 S
E

T

R
E

D
M

O
N

D
 S

C
H

O
O

L
 D

IS
T

R
IC

T

2
0
2
6
-0

1
-3

0

2
5
0
3
3

721 SW Industrial Way Ste.

Bend, OR 97702

(541) 330-6506

329 NE Couch St. Ste. 203

Portland, OR 97232

(503) 595-0270

BEND

PORTLAND

130

D
R

A
W

IN
G

 R
E

V
IS

IO
N

S

#
D

a
te

D
e
s
c
ri

p
ti

o
n

2
2
0
2
6
-0

2
-1

2
A

d
d

e
n

d
u

m
 #

1

3
2
0
2
6
-0

2
-1

8
A

d
d

e
n

d
u

m
 #

2

1" = 20'-0" @ FULL SIZE
1

OVERALL FLOOR PLAN - LEVEL 1

SHEET NOTES
# DESCRIPTION

1 EXISTING CONCRETE TO BE REFINISHED AND NEW WALL BASE
INSTALLED TYP, U.N.O.

2 PROVIDE NEW DOORS, SEE A8.00 FOR DOOR SCHEDULE & OPENING
DETAILS.

#

2
Addendum

#1

3
Addendum

#2
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OS OS

OS OS

A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.
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FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.
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2

1/4" = 1'-0" @ FULL SIZE
B2

FLOOR PLAN - 194/195 RESTROOMS
1/4" = 1'-0" @ FULL SIZE

B1
DEMO FLOOR PLAN - 194/195 RESTROOMS

1/4" = 1'-0" @ FULL SIZE
D1

DEMO RCP - 194/195 RESTROOMS
1/4" = 1'-0" @ FULL SIZE

D2
RCP - 194/195 RESTROOMS

1/4" = 1'-0" @ FULL SIZE
C3

194 - BOYS RR - NORTH
1/4" = 1'-0" @ FULL SIZE

C5
194 - BOYS RR - SOUTH

1/4" = 1'-0" @ FULL SIZE
C4

194 - BOYS RR - EAST

1/4" = 1'-0" @ FULL SIZE
D3

195 - GIRLS RR - NORTH
1/4" = 1'-0" @ FULL SIZE

D4
195 - GIRLS RR - SOUTH

1/4" = 1'-0" @ FULL SIZE
D5

WEST ELEVATION - EAST GIRLS

1/4" = 1'-0" @ FULL SIZE
B3

FINISH PLAN - 194/195 RESTROOMS

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE 15/16" ANGLED TEGULAR, ITEM #1824 DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

# SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS AFFECTED BY
DEMO. MATCH ADJACENT WALL TEXTURE/FINISH
WITH NO VISIBLE TRANSITIONS. PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR MOUNTING,
SAME THICKNESS AS TILE FOR FLUSH INSTALL.FILL
AND SMOOTH VISIBLE EDGES, PAINT TO MATCH
WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL AND
SMOOTH VISIBLE EDGES, PAINT TO MATCH WALL.

13 DEMOLISH HEADER ABOVE DOOR OPENING.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO (E)
CONCRETE IN HALL

19 DEMOLISH WALL IN ITS ENTIRETY

20 (E) WALL FRAMING TO REMAIN, FINISHES TO BE
REMOVED.

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum
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A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.
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FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.

18" X 36" 
MIRROR

18" X 36" 
MIRROR

18" X 36" 
MIRROR

TYP.

TYP.

LSD TD

M2

OPEN TO 
BEYOND

OPEN TO 
BEYOND

TYP.

7" 7"

DISPENSERS TO BE MOUNTED 
ABOVE TILE, 48" AFF MAXIMUM

12

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

OPEN TO 
BEYOND

T1

EPT1TYP.

TYP. US
TYP.

OPEN TO 
BEYOND

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.
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2

1/4" = 1'-0" @ FULL SIZE
B1

DEMO FLOOR PLAN - 192 - BOYS RESTROOM
1/4" = 1'-0" @ FULL SIZE

B2
FLOOR PLAN - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
D1

DEMO RCP - 192 - BOYS RESTROOM
1/4" = 1'-0" @ FULL SIZE

D2
RCP - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
C3

192 - BOYS RR - NORTH A
1/4" = 1'-0" @ FULL SIZE

C4
192 - BOYS RR - EAST

1/4" = 1'-0" @ FULL SIZE
B4

FINISH PLAN - 192 - BOYS RESTROOM

1/4" = 1'-0" @ FULL SIZE
D4

192 - BOYS RR - NORTH B

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE 15/16" ANGLED TEGULAR, ITEM #1824 DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

#

1/4" = 1'-0" @ FULL SIZE
D3

192 - BOYS RR - WEST

SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS
AFFECTED BY DEMO. MATCH ADJACENT WALL
TEXTURE/FINISH WITH NO VISIBLE
TRANSITIONS. PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR
RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR
MOUNTING, SAME THICKNESS AS TILE FOR
FLUSH INSTALL.FILL AND SMOOTH VISIBLE
EDGES, PAINT TO MATCH WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL
AND SMOOTH VISIBLE EDGES, PAINT TO
MATCH WALL.

13 DEMOLISH HEADER ABOVE DOOR OPENING.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO
(E) CONCRETE IN HALL

19 DEMOLISH WALL IN ITS ENTIRETY

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum
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A. PROVIDE BACKING FOR ALL WALL-MOUNTED FURNISHING AND 
EQUIPMENT. VERIFY WEIGHTS AND LOCATIONS.

B. REFER TO SHEET G0.02 FOR ACCESSIBILITY REQUIREMENTS
C. SEE COVER SHEET FOR WALL TYPES.
D. FOR FLOOR PLAN CODE ANALYSIS SEE G1.10.

FLOOR PLAN GENERAL NOTES

A. PRESERVATION OF ADJACENT OR EXISTING CONSTRUCTION:
• AVOID DAMAGE TO EXISTING BUILDING
• PATCH, REPAIR, OR REPLACE ANY ITEMS DAMAGED, OR AS 

DIRECTED BY THE PROPERTY OWNER.
B. PRIOR TO CONSTRUCTION, THE GENERAL CONTRACTOR SHALL BE 

PLACED WITH THE RESPONSIBILITY OF NOTIFYING THE ARCHITECT OF 
ANY EXISTING DAMAGE TO THE BUILDING, SITE IMPROVEMENTS, ETC. 
FAILURE TO DO SO SHALL PLACE THE CONTRACTOR WITH THE SOLE 
RESPONSIBILITY OF SUCH DAMAGE.

C. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE 
HAZARDOUS MATERIAL TESTING REPORT TO CONFIRM CONDITIONS AT 
WORK AREAS. ANY ASBESTOS CONTAINING MATERIALS SHALL BE 
PROPERLY REMOVED AND DISPOSED OF. 

D. DO NOT REMOVE LOAD BEARING BUILDING ELEMENTS. IF WALL 
SHEATHING OR LOAD BEARING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THESE PLANS TO REMAIN, NOTIFY THE ARCHITECT 
IMMEDIATELY.

E. SALVAGE DEMOLISHED ELEMENTS AS DIRECTED BY THE BUILDING 
OWNER/TENANT.

F. MAKE CLEAN STRAIGHT, PLUMB/LEVEL CUTS AND REMOVE BUILDING 
ELEMENTS TO THE NEAREST SEAM, JOINT OR OTHER NATURAL BREAK 
POINT WHENEVER POSSIBLE, WHERE NEW WORK INTERFACES WITH 
DEMOLISHED OR CUT BUILDING ELEMENTS, MAKE CUTS AND 
REMOVALS IN A WAY THAT NEW WORK FITS WITH EXISTING TO 
ENSURE THAT THE SEVERAL PARTS FIT TOGETHER AND UPON 
COMPLETION THE NEW WORK WILL MATCH THE SURROUNDING 
SIMILAR SURFACES.

G. LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF PLUMBING, 
ELECTRICAL, AND MECHANICAL SYSTEMS FOR SAFETY, TO PREVENT 
BUILDING DAMAGE AND PROTECTION OF ITEMS TO REMAIN.

H. PROVIDE TEMPORARY HEATING OF BUILDING FOR FREEZE 
PROTECTION IF REMOVAL OR TEMPORARY SHUTDOWN OF 
MECHANICAL SYSTEMS COULD CREATE THE POTENTIAL FOR 
FREEZING.

I. PROVIDE PROTECTION FOR BUILDING OCCUPANTS AND THE PUBLIC 
THAT MAY OCCUPY ADJACENT AREAS.

J. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING EXISTING 
FIRE RATING. IF FIRE RATING ELEMENTS ARE DISCOVERED AND NOT 
INDICATED ON THE PLANS, NOTIFY THE ARCHITECT IMMEDIATELY.

K. SEE ENLARGED RESTROOM PLANS FOR ADDITIONAL DEMO 
INFORMATION.

L. ACT TILES TO BE REMOVED IN ENTIRETY IN AREAS OF SCOPE, 
EXISTING CEILING GRID TO REMAIN AND BE REPAINTED.

DEMOLITION GENERAL NOTES

INTERIOR ELEVATION NOTES
A. WALL FINISHES TO COORDINATE WITH FINISH PLAN. CONTACT ARCHITECT 

UPON DISCREPANCY FOR CLARIFICATION, BEFORE PROCEEDING WITH 
WORK.

B. SEE SPECIFICATIONS FOR REQUIRED GYPSUM BOARD LEVEL OF FINISH.
C. SEE G-SERIES ACCESSIBILITY DIAGRAMS FOR DIMENSIONAL HEIGHTS OF 

FIXTURES REQUIRING COMPLIANCE.
D. ALL DIMENSIONS SHOWN ON ELEVATIONS ARE TO FINISH FACE, U.N.O
E. MATERIAL TAGS (I.E. PT1) COORDINATE WITH FINISH SCHEDULE, SEE 

SCHEDULE FOR MATERIAL INFORMATION.
F. USE OF TYPICAL (TYP.) APPLIES TO ELEVATIONS WITHIN SAME ROOM.
G. SEE ENGINEERING PLANS FOR DEVICE LOCATIONS. DO NOT INSTALL 

DEVICES IN CENTER OF WALLS OR IN CONFLICT WITH WALL MOUNTED 
EQUIPMENT / FURNISHINGS. CONTACT ARCHITECT FOR DIRECTION IF 
CONFLICT ARISES.

H. AT ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL ITEMS IN 
SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS ARE BEING 
REPLACED, PAINT THOSE ITEMS WHITE TO MATCH THE NEW OR NEWLY 
PAINTED CEILING GRID FACE.

I. WALL FINISHES TO WRAP TO INTERIOR OF DOOR OPENINGS AND 
TERMINATE AT FRAME, SEE DETAIL ON A8.01.

J. AT WALL TILE LOCATIONS, USE TILE BACKER BOARD OR MOISTURE 
RESISTANT GYPSUM BOARD (REQUIRED AT ALL WET LOCATIONS).

K. SEE A8.01 FOR EQUIPMENT SCHEDULE, FINAL RESPONSIBILITY / 
PRODUCTS TBD.
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FINISH PLAN LEGEND

24" X 48" TILE - T1

WALL TILE - T1

WALL PAINT

FINISH PLAN GENERAL NOTES

A. CAREFULLY REVIEW ALL CONTRACT DOCUMENTS PRIOR TO 
CONSTRUCTION / ORDERING OF FINISH MATERIALS. BRING 
DISCREPANCIES OR CONFLICTING DATA TO ARCHITECT'S ATTENTION 
PRIOR TO COMMENCING WORK.

B. REFER TO SPECIFICATIONS FOR ALL TECHNICAL, INSTALL, QUALITY 
REQUIREMENTS AND OTHER RELATED PRODUCT DATA.

C. ALL MATERIALS TO BE INSTALLED PER MANUFACTURER DIRECTION.
D. REFER TO INTERIOR ELEVATIONS AND FINISH SCHEDULE FOR 

ADDITIONAL DETAILS. 
E. REFER TO DOOR SCHEDULE AND DETAILS FOR ADDITIONAL 

INFORMATION.
F. FLOORING TRANSITIONS TO BE LOCATED AS SHOWN, SEE SHEET 

A9.70 FOR TRANSITION DETAILS.
G. ALL GYPSUM BOARD CEILINGS TO RECEIVE PT-1, U.N.O.  SEE 

REFLECTED CEILING PLAN FOR CEILING FINISH DETAILS.
H. ALL RESTROOM WALLS TO RECEIVE EPT-1 & T-1, U.N.O.
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MIRROR

24" X 36" 
MIRROR

LSD

M1
TYP.

TYP.
TD
TYP.

DISPENSERS TO BE MOUNTED 
ABOVE TILE, 48" AFF MAXIMUM, 
FACE OF DISPENSER TO BE CLEAR 
OF THE MIRROR, TYP.

12

REFLECTED CEILING PLAN LEGEND

24" x 48" ACT (N)

24" x 48" ACT (D) 24" x 48" TROFFER (D)

24" x 48" TROFFER (N)

24" x 24" RETURN 
REGISTER GRILLE (E)

24" x 24" RETURN 
REGISTER GRILLE (D)

24" x 24" RETURN 
REGISTER GRILLE (N)

24" x 24" SUPPLY 
DIFFUSER GRILLE (E)

24" x 24" SUPPLY 
DIFFUSER GRILLE (D)

24" x 24" SUPPLY 
DIFFUSER GRILLE (N)

SPRINKLER (E)

SPRINKLER (D)

SPRINKLER (N)

REFLECTED CEILING PLAN  NOTES
A. REFERENCE INTERIOR FINISH SCHEDULES ON SHEETS A2.10, A2.11, 

A2.12 FOR FINISH DESCRIPTIONS.  
B. ALL CEILING HEADERS TO BE PAINTED PT1 U.N.O.
C. REFER TO ELECTRICAL DRAWINGS FOR ALL DEVICE LOCATIONS 

AND DIMENSIONS. DEVICE AND LIGHT FIXTURE LOCATIONS SHOWN 
IN ARCHITECTURAL SET ARE FOR REFERENCE ONLY. WHEN IN 
CONFLICT, THE ELECTRICAL AND MECHANICAL DRAWINGS 
SUPERCEDE THE ARCHITECTURAL DRAWINGS.

D. SALVAGE ALL EXISTING MECHANICAL GRILLES AND SIMILAR METAL 
ITEMS IN SUSPENDED CEILINGS WHERE THE ACOUSTIC PANELS 
ARE BEING REPLACED, PAINT THOSE ITEMS PT4 TO MATCH THE 
NEW OR NEWLY PAINTED CEILING GRID FACE.

E. ALL CEILINGS ARE 9'-0" AFF (+/- 0'-1") U.N.O. VIF BEFORE 
INSTALLATION.

F. ALL (E) CEILING GRIDS TO BE PAINTED PT4 U.N.O. 
G. ALL NEW ACOUSTIC CEILING PANELS SHALL BE ACT PER INTERIOR 

FINISH SCHEDULE.

D
ra

w
in

g
 T

itl
e
:

Sheet No.

© 2025 SĀJ Architecture, LLC

1

D

2 3 5 64

C

B

A

D
a
te

 :

R
e
vi

se
d
 :

P
ro

je
ct

 N
o
.

S
ta

m
p

2
/1

9
/2

0
2
6

 1
1

:4
7

:5
3

 A
M

D
E

M
O

 &
 N

E
W

 F
L
O

O
R

P
L
A

N
S

, 
R

C
P

s,
 F

IN
IS

H
 P

L
A

N
,

E
L

E
V

A
T

IO
N

S
 -

G
IR

L
S

 R
R

A2.12

O
B

S
ID

IA
N

 M
ID

D
L

E
 S

C
H

O
O

L
M

O
D

E
R

N
IZ

A
T

IO
N

B
I
D

 S
E

T

R
E

D
M

O
N

D
 S

C
H

O
O

L
 D

IS
T

R
IC

T

2
0
2
6
-0

1
-3

0

2
5
0
3
3

721 SW Industrial Way Ste.

Bend, OR 97702

(541) 330-6506

329 NE Couch St. Ste. 203

Portland, OR 97232

(503) 595-0270

BEND

PORTLAND

130

D
R

A
W

IN
G

 R
E

V
IS

IO
N

S

#
D

a
te

D
e
s
c
ri

p
ti

o
n

3
2
0
2
6
-0

2
-1

8
A

d
d

e
n

d
u

m
 #

2

1/4" = 1'-0" @ FULL SIZE
B2

FLOOR PLAN - 193 - GIRLS RESTROOM
1/4" = 1'-0" @ FULL SIZE

B1
DEMO FLOOR PLAN - 193 - GIRLS RESTROOM

1/4" = 1'-0" @ FULL SIZE
C1

DEMO RCP - 193 - GIRLS RESTROOM
1/4" = 1'-0" @ FULL SIZE

C2
RCP - 193 - GIRLS RESTROOM

1/4" = 1'-0" @ FULL SIZE
B3

FINISH PLAN - 193 - GIRLS RESTROOM

INTERIOR FINISH SCHEDULE
MARK KEYNOTE MATERIAL MANUFACTURER PRODUCT NAME/NUMBER FINISH  DIMENSION  COLOR NOTES  CONTACT

ACT 095100.ACT ACOUSTIC CEILING TILE ARMSTRONG CEILINGS SCHOOL ZONE FINE FISSURED - 24" X 48" WHITE 15/16" ANGLED TEGULAR, ITEM #1824 DIANNE KNIGHT -
DSKNIGHT@ARMSTRONGCEILINGS.COM

EPT1 099123.EPT EPOXY PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 EPOXY - - -

GR1 093000.GR TILE GROUT CUSTOM BUILDING PRODUCTS - - - 546 CAPE GRAY USE WITH T1

PC1 033543.PC POLISHED CONCRETE BY CONTRACTOR - - - - SEE SPECIFICATION

PT1 099123.PT FIELD PAINT SHERWIN WILLIAMS INCREDIBLE WHITE 7028 SATIN - - -

PT2 099123.PT ACCENT PAINT SHERWIN WILLIAMS TBD SATIN - - MATCH EXISTING MAROON IN CORRIDOR

PT3 099123.PT DOOR PAINT SHERWIN WILLIAMS TBD SEMI-GLOSS - - MATCH EXISTING HM DOORS

PT4 099123.PT CEILING GRID PAINT SHERWIN WILLIAMS S2 7757 HIGH REFLECTIVE WHITE PAINT EXISTING CEILING GRIDS

T1 093000.CT WALL/FLOOR TILE MARAZZI MOROCCAN CONCRETE MATTE 12" X 24" MC52 GRAY INSTALL PER FINISH PLAN AND ELEVATIONS, USE
WITH GR1

DISEREE WARD -
DISEREE.WARD@DALTILE.COM

1/4" = 1'-0" @ FULL SIZE
C3

193 - GIRLS RR - NORTH A
1/4" = 1'-0" @ FULL SIZE

C4
193 - GIRLS RR - EAST A

1/4" = 1'-0" @ FULL SIZE
C5

193 - GIRLS RR - NORTH B

1/4" = 1'-0" @ FULL SIZE
D3

193 - GIRLS RR - WEST B
1/4" = 1'-0" @ FULL SIZE

D4
193 - GIRLS RR - NORTH C

# SHEET NOTES
# DESCRIPTION

3 REMOVE ALL EXISTING WALL AND FLOOR TILE,
PREPARE SURFACE FOR NEW FINISHES

4 DEMOLISH EXISTING SLAB

5 PATCH AND REPAIR GWB AT AREAS AFFECTED
BY DEMO. MATCH ADJACENT WALL
TEXTURE/FINISH WITH NO VISIBLE TRANSITIONS.
PAINT PT1.

6 REMOVE AND SALVAGE GRILLE FOR
RELOCATION.

7 LOCATION OF SALVAGED MECH. EQUIPMENT.

8 CONSTRUCT AND PAINT NEW HEADER PT2 TO
MATCH EXISTING CORRIDOR PAINT. ONLY ON
CORRIDOR SIDE, UP TO ACT CEILING.

9 REMOVE AND SALVAGE SPRINKLER FOR
RELOCATION. SEE SPRINKLER PROTECTION
DRAWINGS.

10 NEW OR ADJUSTED (E) SPRINKLER LOCATION

11 ADD PLYWOOD BACKER AT GRAB BAR
MOUNTING, SAME THICKNESS AS TILE FOR
FLUSH INSTALL.FILL AND SMOOTH VISIBLE
EDGES, PAINT TO MATCH WALL.

12 ADD PLYWOOD BACKER ABOVE TILE, SAME
THICKNESS AS TILE FOR FLUSH INSTALL. FILL
AND SMOOTH VISIBLE EDGES, PAINT TO MATCH
WALL.

13 DEMOLISH HEADER ABOVE DOOR OPENING.

16 ADJUST (E) CEILING GRID AT NEW HEADER

17 START TILE ALONG THIS LINE, FLUSH TILE TO (E)
CONCRETE IN HALL

19 DEMOLISH WALL IN ITS ENTIRETY

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2

3
Addendum

#2
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